NASA/TM-2001-210867

HSCT4.0 Application

Software Requirements Specification

A. O. Salas, J. L. Walsh, B. H. Mason, R. P. Weston, J. C. Townsend,
J. A. Samareh, and L. L. Green
Langley Research Center, Hampton, Virginia

May 2001



The NASA STI Program Office . . . in Profile

Since its founding, NASA has been dedicated
to the advancement of aeronautics and space
science. The NASA Scientific and Technical
Information (STI) Program Office plays a key
part in helping NASA maintain this
important role.

The NASA STI Program Office is operated by
Langley Research Center, the lead center for
NASA'’s scientific and technical information.
The NASA STI Program Office provides
access to the NASA STI Database, the

largest collection of aeronautical and space
science STI in the world. The Program Office
is also NASA’s institutional mechanism for
disseminating the results of its research and
development activities. These results are
published by NASA in the NASA STI Report
Series, which includes the following report

types:

< TECHNICAL PUBLICATION. Reports of
completed research or a major significant
phase of research that present the results
of NASA programs and include extensive
data or theoretical analysis. Includes
compilations of significant scientific and
technical data and information deemed
to be of continuing reference value. NASA
counterpart of peer-reviewed formal
professional papers, but having less
stringent limitations on manuscript
length and extent of graphic
presentations.

e TECHNICAL MEMORANDUM.
Scientific and technical findings that are
preliminary or of specialized interest,
e.g., quick release reports, working
papers, and bibliographies that contain
minimal annotation. Does not contain
extensive analysis.

= CONTRACTOR REPORT. Scientific and
technical findings by NASA-sponsored
contractors and grantees.

e CONFERENCE PUBLICATION.
Collected papers from scientific and
technical conferences, symposia,
seminars, or other meetings sponsored or
co-sponsored by NASA.

= SPECIAL PUBLICATION. Scientific,
technical, or historical information from
NASA programs, projects, and missions,
often concerned with subjects having
substantial public interest.

e TECHNICAL TRANSLATION. English-
language translations of foreign scientific
and technical material pertinent to
NASA'’s mission.

Specialized services that complement the

STI Program Office’s diverse offerings include
creating custom thesauri, building customized
databases, organizing and publishing
research results . . . even providing videos.

For more information about the NASA STI
Program Office, see the following:

Access the NASA STI Program Home
Page at http://www.sti.nasa.gov

= Email your question via the Internet to
help@sti.nasa.gov

= Fax your question to the NASA STI
Help Desk at (301) 621-0134

= Telephone the NASA STI Help Desk at
(301) 621-0390

= Write to:
NASA STI Help Desk
NASA Center for AeroSpace Information
7121 Standard Drive
Hanover, MD 21076-1320



NASA/TM-2001-210867

HSCT4.0 Application

Software Requirements Specification

A. O. Salas, J. L. Walsh, B. H. Mason, R. P. Weston, J. C. Townsend,
J. A. Samareh, and L. L. Green
Langley Research Center, Hampton, Virginia

National Aeronautics and
Space Administration

Langley Research Center
Hampton, Virginia 23681-2199

May 2001



The use of trademarks or names of manufacturers in this report is for accurate reporting and does not constitute an
official endorsement, either expressed or implied, of such products or manufacturers by the National Aerongutics and
Space Administration.

Available from:

NASA Center for AeroSpace Information (CASI) National Technical Information Service (NTIS)
7121 Standard Drive 5285 Port Royal Road
Hanover, MD 21076-1320 Springfield, VA 22161-2171

(301) 621-0390 (703) 605-6000



Table of Contents

0 =110 o 1.
1.0 INErOAUCTION ...ttt ettt r e e et e e e e e eaeeeeaeeeesmnnns 2.
R U 0T L] PP PPTUPPPRRPIN 2
Yol 0 o1 PP PP PP 2
1.3 Acronyms, Abbreviations, and Nomenclature............ccccceeeeeeeeiiiiiiceeeciee, 3
1.3.1 Acronyms and ADDreviations ... 3
1.3.2 NOMENCIALUIE ...t s e e e e e e e e e e e eeeeeeennnnnns 3
L. OVBIVIBW ...ttt ettt e e e e oo e e e ettt ettt e e e e e e e e e e e e e eeaeaannnnbbbbbbbeneeeeeees 5
2.0 OVErall DESCHIPIION ...ceeiiiititiitieaa e e e e e ettt e e e e e e e e e e e e e e e eeeeeeeeennnnnnes B,
2.1 ProdUCT PeISPECTHIVE. ... ..uiiiiiiiiiiiiee ittt e e e e e e e e e e e e e e e e s s 5
2.2 Product Functions and CONSIIaINTS ..........coooiiiiiiiiiiiiiieiiiieeeeee e 6
3.0 SPECITIC REQUITEMENTS ...ttt e e e e e e e e e e e e e e e et e e e e e e e aaaeas 6
3.1 HSCT4.0 Application Input and OULPUL........cceviiieeeeiiiiiiiiieeeeee e 6
3.1.1 Optimization Data............cceuuuiiuiiiiiiiii e e e e e e e e e e e e e, 6
3.1.2 FiXed INPUE DALA .....ccoeeeieiieeieeeeee e e e 11
3.1.3 Generated Data............ccuvuruuuiuuiiiiiaiee e e e e e e e e e e e e e e e e e e e e e 13
T U [ox (o PR R TR 17
3.2.1 OPtiMIZAtION PrOCESS ...ccevvviiiiiiiiiiieiee e e e e ee e et e eeeeeettaeiss s e e e e e e e e e e aaeeeeeeaeeee 21
3.2.2 ANAIYSIS PrOCESS ....coiiiiiiiiiieiee ettt 25
3.2.3 GEOMELIY PrOCESS ...uiiiiiiiiiiiiie ettt e et e e e aa e eaa s 26
3.2.4 WEIGNTS PrOCESS ....uvtiiiiiiieiee et e s 28
3.2.5 Nonlinear CorreCtioNS PrOCESS......uuiiiiiiieieeeeeieeeeeeeeeteer e e e e e e e e eees 33
3.2.6 RIigQid TriM PrOCESS .....ccoiiiiieeeeeeee et e e e e e e e aaes 34
3.2.7 POIAIS PrOCESS ...ttt e e e e e e e e e e e e eeeeeennnnes 35
3.2.8 PerfOrmanCe PrOCESS........uuuuuiuuiiiiiiiieeeeeeeeeeeeeeeeaitss s s e e e e e e e e aeeeeeeeeaennnnes 36
3.2.9 Ground SCrape PrOCESS .....uuuiiiiiiiieee ettt e e e e e e e e e e e e e eeaaaeaananaas 36
3.2.10 DiSplacementS PrOCESS........ccuuiiiiiiiiiiiiiaaeae e e e et e e e e 37
3.2.11 Loads CONVEIgeNCE PrOCESS ........uuuiiiiiiiiiiiiiiiieaeeeaee e 38
3.2.12 Stress and BUCKIING ProCESS ........uuiieiiiiiiiieeiieeeeeeeeiee e 40
3.3 Data Storage ReQUIFEMENTS. .......uuuuuiiiiee e e e ee e e ettt e e e e e e e e e e e e e e eeeeeeseeannnnns 43
3.4 Performance REQUITEMENTS ........uui it e e e e e e e e e e e e 43
3.5 System Design CONSIIAINTS ........cccoiiiiiiiieieices e e e e e e 43
3.6 Software System ARINDULES ........coo oo 44
Y 0] 01T 6 | PP PP PPPPPP 45....
4.0 REIEIENCES ... .. e e e e e e e e e e e bbb amn 48.......




Table 1.
Table 2.
Table 3.
Table 4.
Table 5.
Table 6.
Table 7.
Table 8.
Table 9.
Table 10.
Table 11.
Table 12.
Table 13.

List of Tables

HSCT4.0 Design Variable Data SUMMArY .........cccccuiiiiiiiiiiiiieieeeeeee e 7
Shape Design Variables .............uuiiiiiiiii e 8
Structural Design Variables ............ 9
GEOMELIY CONSIIAINTS ...ttt ittt e e e e e e e e e e e e e e e e e e e e e e aannes 10
WeIghts CONSIIAINTS ......ccoiiiiiieieeer e e e e e e e e e e e e e eeeeeeaaaaaans 10
Performance CONSIIAINTS..........ooiiiiiiiiiiiiiiee et e e e e e eeeeeeeees 11
SErUCTUral CONSIIAINTS .ovveveiiiiiiiieiee e e e e e e e e e e e e e e e e eeeeea e e as 11
HSCT4.0 Fixed Data SUMMANY ..........uuuuiiiiiieeeeeeeeeeeeeeeeeieiiss s s e e e e e e eeeaeeseeennnnns 12
Load CONAItION DALA. .......uuuuiiieiieeeeeeeieeeeeieeeiii e as 13
HSCT4.0 Generated Data SUMMEANY..........uuuuuiiiiiiiiiiiiiiieeeee e e 14
Weight Types Assigned to Each Weight Mesh ...............ccccciiiicccceee . 29
Structural Weights HIErarchy ..........ooooveiiiiiiiiiiii e 30
Systems, Payload, and Fuel Weights Hierarchy ...........cccccuvveeeeiiiiiiis 31




Figure 1.
Figure 2.
Figure 3.
Figure 4.
Figure 5.
Figure 6.
Figure 7.
Figure 8.
Figure 9.

Figure 10.
Figure 11.
Figure 12.
Figure 13.
Figure 14.
Figure 15.
Figure 16.
Figure 17.
Figure 18.
Figure 19.
Figure 20.
Figure 21.
Figure 22.
Figure 23.
Figure 24.

List of Figures

High-Speed CiVil TraNSPOIT. .......ovviiiiiiiiiee e 50
Baseline HSCT4.0 MOAEL..........oooiiiiiiiiie e 51
(@ 01110 01141 [o ] o AR PP 52
Gradient-Based OPtMIZET.........ouii it 53
ANAIYSIS. Lo a e 5.

(T <To] 0 0= (YU UPP PP 5. 5
WRIGNTS. ..t 56........
NONINEAr COIMECHIONS. ...vviiiiiiiiiiiiiee e e e e e e e e e e e e s 57
RIGIA THIM. e e e e e e e e e e eeeeeeeennneed 8. 5
POIAIS. ... 59........
PEITOMMIEANCE. ... e e e e e e e e e e e e e e e e e 59
LT (o 18] o STl r=1 o1 PR SRRRRP 60
DISPIACEMENTS. ...ttt e e e e e e e e e e e e e 61
LOAdS CONVEIGENCE. .....cceiieeeeeieieiiiie e e e e e e e e e e e e e e e ettt e e e e s e e aeaeeaaeeeeeseanenns 62
Stress and BUCKIING. .....oooiii e 63
Shape Design Variables - Planform. ... 64
Planform Control POINTS. .........uuuiiiiiiiiiiiiiieieee e 64
Shape Design Variables - Thickness, Camber, Twist, and Shear. .................. 65
Structural Design Variable ZONEsS. ... 66
Composite Laminate Stacking SEqUENCE. ............uvvveviiiiiiieiie e 67
PlY OreNtatiONS. ... e e e e e e e eeeaaeee 67
MiISCEIIANEOUS GEOMEIIY. ... e e e e 68
Airfoil Interior Thickness Constraints in Airfoil Cross-section. ..................... 68
WEIGNES MESNES......iieee e s 69




Foreword

During the 1990s, the High Performance Computing and Communications Program (HPCCP)
sponsored a series of application projects that were based on the High Speed Civil Transport
(HSCT). With each new HSCT project, the application was made more complex by increasing
both the number and fidelity of the engineering analyses used. As the application complexity
increased, it became clear to the software developers that a more formal approach to software
development was needed in these projects.

This document presents the requirements for the HSCT4.0 application. The HSCT4.0 application
project was the only project in the HSCT series that documented the application requirements.
This was a much more difficult task than was anticipated by most project members, and not all
requirements were clearly documented before design and implementation; however, all project
members developed an appreciation for the benefits gained from documenting project require-
ments. The lessons learned from the HSCT4.0 requirements effort has formed an experience base
that will be applied towards future HPCCP projects.



1.0 Introduction

This document specifies the software requirements for the High Performance Computing and
Communication Program (HPCCP) High Speed Civil Transport (HSCT, fig. 1) application project
referred to as HSCT4.0. Information about the HSCT4.0 computing environment can be found in
references 1 and 2.

1.1 Purpose

This requirements document serves several purposes. First, it serves to establish an agreement
between the suppliers (Multidisciplinary Optimization Branch, Computational Modeling and
Simulation Branch, Analytical and Computational Methods Branch, and Computer Sciences Cor-
poration) and the customer (HPCCP/Computational AeroSciences Team) as to what the HSCT4.0
application should do. Second, the document provides descriptions of the various functions (and
the relationships among them) that make up the multidisciplinary application. Any constraints on
the software design are included. The goal is to provide to the software developers the information
necessary to design and implement the system. Finally, the document provides a baseline for veri-
fication and validation activities and for later enhancements.

1.2 Scope

The objective of the HPCCP HSCT4.0 application project is to demonstrate the application of
high-performance computing techniques to the problem of multidisciplinary design optimization
(MDO) of a supersonic transport configuration, using high-fidelity analysis simulations. The
products of this project include a set of high-fidelity tools suitable for use in a conceptual to early
preliminary design environment. The use of a realistic baseline model will have the added benefit
that the results generated can be used to derive physically meaningful trends. The requirements
set forth in this document are for an HSCT configuration. (A different HSCT configuration will
require changes to the problem data defined later in this document.)

The project deliverable initially called for a software system capable of multidisciplinary analysis
and optimization of a typical configuration using shape and structural sizing variables. The system
was to provide the user a menu of options that include analysis, sensitivity analysis, and optimiza-
tion for each contributing discipline as well as multidisciplinary analysis, sensitivity analysis and
optimization. The goals of the project were too ambitious for the project’s time period; therefore,
this document primarily covers the requirements for the multidisciplinary analysis that are suit-
able for an optimization process; this multidisciplinary analysis is the main project deliverable.
(The specific requirements can be found in section 3.0, in subsections 3.1.1, 3.2, 3.4, 3.5,
and 3.6.)

The HSCT4.0 application will be implemented within a framework. Although this document pri-
marily focuses on the analysis capabilities, a set of requirements related to user interaction with
the framework were specified in early stages of the project. These requirements were later deemed
beyond the scope of the project and therefore were removed from the software requirements.



1.3 Acronyms, Abbreviations, and Nomenclature

1.3.1 Acronyms and Abbreviations

AIT Airfoil Interior Thickness

BC Boundary Condition

BLF Buckling Load Factor

CFD Computational Fluid Dynamics

CORBA Common Object Request Broker Architecture

FEM Finite Element Model

FIDO Framework for Interdisciplinary Design Optimization
GLW Gross Landing Weight

GTOW Gross Takeoff Weight

HPCCP High Performance Computing and Communication Program
HSCT High Speed Civil Transport

MDO Multidisciplinary Design Optimization

OEW Operational Empty Weight

SFI Stress Failure Index

SLP Sequential Linear Programming

C.g. center of gravity

1.3.2 Nomenclature

1-direction Fiber () direction

2-direction Transverse to fiber @@lirection

A direction Direction in whichN, acts

B direction Direction in whiciNg acts

C. Coefficient of lift

Coi Coefficient of drag due to lift

Coy Coefficient of viscous drag

Cow Coefficient of wave drag

Cn Pitching moment coefficient

Dj; Stiffness matrix terms (row columnj)
F Approximate objective function

Fo Objective function

Ko FEM stiffness matrix for unloaded shape



FEM stiffness matrix for cruise shape
Number of design variables

In-plane normal stress resultant in 1-direction
In-plane normal stress resultant in 2-direction
In-plane shear stress resultant

Largest compressive normal stress resultant
Smallest compressive normal stress resultant
Bi-axial buckling load

Shear buckling load

Ply mixture ratio for Oplies

Ply mixture ratio for 45plies

Ply mixture ratio for 990plies

Allowable shear stress in the principal material system

Average thickness of upper and lower wing surfaces at a given

wing station

Design variable vector

Design variable increment

Allowable compressive stress in the 1-direction
Allowable tensile stress in the 1-direction
Allowable compressive stress in the 2-direction
Allowable tensile stress in the 2-direction

Length of the side of a finite element in theirection
Aerodynamic cruise loads

Aerodynamic maneuver loads

Length of the side of a finite element in Bidirection
Cruise loads (aerodynamic + inertia)

Maneuver loads (aerodynamic + inertia)
Approximate constraint vector

Constraint vector

Minimum AIT

Distance between upper and lower wing surfazé8e-z-owen)
Thickness of Oply

Thickness of 45ply

Thickness of 90ply

Thickness of core

Thickness of composite face shdgt2t,s+tqg)



S Aircraft unloaded shape (FEM node location vector)

S Aircraft cruise shape (FEM node location vector)

Sm Aircraft maneuver shape (FEM node location vector)

Uy Cruise displacements using unloaded shape stiffness nm&g)ix (
Uc Cruise displacements using cruise shape stiffness mgjx (

Uy Maneuver displacements using cruise shape stiffness magix (
X, Y, Z Principal coordinate axes (see fig. 2)

%® Vector of objective function gradients

% Vector of constraint gradients

011 In-plane stress in 1-direction

(o9 In-plane stress in 2-direction

T1o In-plane shear stress

1.4 Overview

The remainder of the document is organized as follows. Section 2 describes general factors that
affect the HSCT4.0 software requirements. Section 3 lists specific software requirements for the
HSCT4.0 application.

2.0 Overall Description

2.1 Product Perspective

The HSCT4.0 application is a natural continuation of earlier applications referred to as HSCT2.1
and HSCT3.5. The previous applications have made use of increasingly refined versions of the
Framework for Integrated Design Optimization (FIDO) systénThe major components of the
FIDO system included the Parallel Virtual Machine based communications library, Data Manager,
Graphical User Interface, Executive module, and discipline modules.

During earlier stages of the project, the iSIGHT’ software was considered as an alternative
framework to FIDO for implementing the HSCT4.0 application. Because a number of difficulties
were encountered when applying the iSIGHT 3.0 software to the HSCT2.1 problem, a decision
was made to develop a follow-on to FIDO that would be based on Common Object Request Bro-
ker Architectur® (CORBA) and Java. Specific requirements for the CORBA/Java framework,
referred to as CJOpt, are not included in this document. See references 1 and 2 for information on
CJOpt.

The HSCT4.0 application is a multidisciplinary system that is to be assembled from an existing
set of legacy codes; therefore, the software development focuses on the integration (rather than
internal details) of the legacy codes.



2.2 Product Functions and Constraints

The primary product of the HSCT4.0 application project is a multidisciplinary analysis that
includes the following capabilities (described in section 3.2):

geometric modeling and parameterization with consistent aerodynamic and structural models
(see fig. 2)

weights analysis

aerodynamics analysis (linear and nonlinear)
performance analysis

ground scrape analysis

structural analysis (displacements, stress, and buckling)
aeroelastic loads analysis

The HSCT4.0 application will execute in a distributed environment. In order to reduce the compu-
tation time, portions of the application will be executed in parallel.

3.0 Specific Requirements

3.1 HSCT4.0 Application Input and Output

In this section, the HSCT4.0 application data are described by three categories. First, the optimi-

zation data (design variables and constraints) are described. Second, the initial, fixed data (data
which does not change during the HSCT4.0 analysis) are described. Finally, the data generated
from an HSCT4.0 analysis are summarized. The design variables, initial and generated data items
are shown on the process diagrams, fig. 3 - fig. 15. These figures are described in detail in

section 3.2.

3.1.1 Optimization Data

This section describes the design variables and constraints to be used in the HSCT4.0 application.
The requirements for the optimization data are listed below. The requirements refer to the tables
that follow in this section.

Requirement #1 Twenty-seven shape design variables defined in table 2 shall be used to
control the planform and airfoil shapes.

Requirement #2 Two hundred forty-four structural design variables defined in table 3
shall be used to size the ply thicknesses and core thicknesses in 61 design variable zones.

Requirement #3 The geometry constraints defined in table 4 shall be applied in the opti-
mization.



Requirement #4 The weights constraints defined in table 5 shall be applied in the optimi-
zation.

Requirement #5 The performance constraints defined in table 6 shall be applied in the
optimization.

Requirement #6 The structural constraints defined in table 7 shall be applied in the opti-
mization.

3.1.1.1 Design Variables

The design variables to be used in the HSCT4.0 optimization include shape variables (table 2) and
structural variables (table 3). The HSCT4.0 application has 271 design variables for optimization
— 244 structural variables and 27 shape variables.

The design variables are updated by@nadient-Based Optimizearocess (fig. 4). Table 1 below
identifies the subprocesses that use the shape and structural design variables.

Table 1. HSCT4.0 Design Variable Data Summary

Data Description Used By:

Linear Aero Model Update,
Miscellaneous Geometry
design variables (shape)27 shape variables Update, Nonlinear Aero
Surface Model Update, FE
Model Update

Section Property Update,
design variables (structural} 244 structural variables Structural Geometry, Buckj
ling

Shape Design VariablesAll analysis geometry models (i.e., aerodynamics and structures) are
parameterized based on the locations of the shape design variables that are varied relative to the
reference geometry. Table 2 lists all of the shape design variables. Note that the ranges provided
are the initial estimates that can be used for optimization. The twenty-seven shape design vari-
ables consist of two sets. The first set contains the nine planform variables shown in fig. 16: the
root chordC, , the outer break choKd,, the tip chordC;, the semispan distance to the outer break

B,, the leading edge sweep of the two outer wing p&8idis andSLE;, the total projected area of

the three wing panels, and the fuselage nose and tail lendthandL,. Note that the root chord

also sets the length of the center fuselage section, and that the wing semisparBssalgpen-

dent on other planform variables, including the total projected area.



Table 2. Shape Design Variables

Shape Design Variables (See Fig. 16)

Name Description (units) Estimated Range

Wing Planform Variables (See Fig. 16)

L the frt taiame) (nches) | £5% of baseline value

L Fuselage nose length (inches) +5% of baseline value

C, er(]);:ec:)ord (also panel 1 inboard chord) +5% of baseline value

B, (Sir?g;]igs)an distance to the outer break (pane +5% of baseline value

C, Outer break chord (panel 2) (inches) +5% of baseline value

SLE, Leading-edge sweep (panel 2) (degrees) |+5% of baseline value

A total projected wing area (inchgs +5% of baseline value

Cs Tip chord (panel 3) (inches) +5% of baseline value

SLE; Leading-edge sweep (panel 3) (degrees) |+5% of baseline value
Airfoil Shape Variables (See Fig. 18a)

Thickness 1 (at 10% chord, 29.17% span) (inches) +10 inches

Thickness 2 (at 10% chord, 52.17% span) (inches) +10 inches

Thickness 3 (at 10% chord, 70.09% span) (inches) +10 inches

Thickness 4 (at 50% chord, 29.17% span) (inches) +10 inches

Thickness 5 (at 50% chord, 52.17% span) (inches) +10 inches

Thickness 6 (at 50% chord, 70.09% span) (inches) +10 inches

Camber 1 (at 10% chord, 29.17% span) (inches) +10 inches

Camber 2 (at 10% chord, 52.17% span) (inches) +10 inches

Camber 3 (at 10% chord, 70.09% span) (inches) +10 inches

Camber 4 (at 50% chord, 29.17% span) (inches) +10 inches

Camber 5 (at 50% chord, 52.17% span) (inches) +10 inches

Camber 6 (at 50% chord, 70.09% span) (inches) +10 inches
Airfoil Shape Variables (See Fig. 18b)

Twist 1 (at 52.17% span) (degrees) +5 degrees

Twist 2 (at 93.40% span) (degrees) +5 degrees

Twist 3 (at 100% span) (degrees) +5 degrees

Shear 1 (at 52.17% span) (inches) +10 inches

Shear 2 (at 93.40% span) (inches) +10 inches

Shear 3 (at 100% span) (inches) +10 inches




The changes in all planform locations under the influence of the planform design variables are
governed by a set of equations defining the locations of 22 control points (points 15 - 22 are used
for the engines). The control point locations are shown in fig. 17. For convenience, all points are
referenced to the aft end of the fuselage (point 0), because the fuselage end and the horizontal tail
will not change during the optimization.

The second set of shape design variables (see fig. 18) consists of airfoil control shape points that
define the wing thickness, camber, twist, and shear at a set of airfoil shape definition points. For
the HSCT4.0 application, the definition points for thickness and camber are identical (fig. 18a),
and the points for the wing twist line and the wing shear definition are identical (fig. 18b). The 18
airfoil shape variables are the verticg| ferturbations of the camber, thickness, and shear from

the wing baseline shape and the wing twist perturbation from the baseline shape in gonstant
planes. Note that the airfoil camber and thickness perturbations are smooth globally, while the
twist and shear perturbations are linear between the line definition points.

Structural Design Variables.The structural design variables are associated with the ply thick-
nesses and core thicknesses of the laminated composite finite elements in the skins of the fuselage
and the wing. Sixty-one design variable zones are sized by the design variables. As shown in
fig. 19, 39 zones are defined on the fuselage, and 22 zones are defined on the wing. The elements
in each zone are associated with a unique section property set. Each section property set is defined
as a 9-layer laminated composite (four ply sheets surrounding a layer of core material) as shown
in fig. 20. Four design variables are defined for each laminate. One design variable is the thickness
of the @ plies in each face sheet. Another design variable is the thickness of fiieegdtn each

face sheet. The -4plies have the same thickness as tifgp#iés. The third design variable is the
thickness of the ¥plies in each face sheet. The last design variable in each design variable zone

is the thickness of the core. Local orientations for the composite lamialiedirection on the

wing and fuselage are shown in fig. 21. The same ply thickness limits (given in table 3) are used
for all design variable zones.

Table 3. Structural Design Variables

Structural Design Variables per Zone (61 Zones)
Description (units) Minimum Thickness Maximum Thickness
0° ply thickness (inches) 0.00740 0.1000
45° ply thickness (inches) 0.00740 0.1000
9(° ply thickness (inches) 0.00370 0.1000
Core thickness (inches) 0.20000 5.0000




3.1.1.2 Constraints

The tables in this section describe the geometry, weights, performance, and structural constraints
to be applied to the aircraft design.

Table 4. Geometry Constraints

Geometry Constraints
Range
# of type Description (units) Lower Bound Upper Bound
11 Fuel volume of tank (inchés 0 NA
30 Airfoil Interior Thickness (AIT) ratio {0 NA
61 0° ply-mixture ratio 0.1 NA
61 45° ply-mixture ratio 0.4 0.6
61 9(° ply-mixture ratio 0.1 NA
. Gross Takeoff
1 Takeoff scrape lift (pounds) Weight (GTOW) NA
1 Landing scrape lift (pounds) Grqss Landing NA
Weight (GLW)

For details on the calculation of the fuel volume, AIT ratios and ply-mixture ratios, see
section 3.2.3 “Geometry Process”. For details on the scrape lift constraints, see section 3.2.9
“Ground Scrape Process”.

Table 5. Weights Constraints

Weights Constraints
Range
# of type Description (units) Lower Bound Upper Bound
14 Mesh Weights (pounds) 0 NA
9 Fuel Tank Weights (pounds) 0 NA
1 Operational Empty Weight (OEW) 0 NA
(pounds)

For details on the weights constraints, see section 3.2.4 “Weights Process”.
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Table 6. Performance Constraints

Performance Constraints
Range
# of type Description (units) Lower Bound Upper Bound
1 Range (nautical miles) 5,000 NA
1 Balanced takeoff field length (feet) |0 10,000
1 Landing field length (feet) 0 10,000
1 Approach speed (knots) 0 155
1 Time to climb to cruise (hours) 0 1
1 Takeoff flyover noise (decibels) | NA baseline flyover
noise level
1 Takeoff sideline noise (decibels) NA ba;ellne sideline
noise level
Combined figure of merit noise (dec baseline figure of
1 NA . .
bels) merit noise level

For more information on the performance constraints, see section 3.2.8 “Performance Process”.

Table 7. Structural Constraints

Structural Constraints

condition in all design variable zones

Range
# of type Description (non-dimensional) Lower Bound | Upper Bound
15,820 Buckling Load_l_:act_or (BLF) _for eac_h elemer NA 1
and load condition in all design variable zon
Hoffman Stress Failure Index (SFI) for each
15,820 element (maximum layer-wise index) and log NA 1

The number of each structural constraint type is the number of sized elements (2260) multiplied

by the number of load conditions (7).

For details on the SFI and BLF calculations, see section 3.2.12 “Stress and Buckling Process”.

3.1.2 Fixed Input Data

Table 8 summarizes the fixed (would not change during a multidisciplinary optimization) input
data required for the various HSCT4.0 analysis processes. Each entry in the table briefly summa-
rizes the data item and identifies the subprocesses that require the data. (Note that a different
HSCT configuration will require changes to the problem data defined in this document.)
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Table 8. HSCT4.0 Fixed Data Summary

Data Description

Used By:

parameterized linear aero grids- linear aerodynamics grid result;
ing from the shape parameterization

Linear Aero Model Update

parameterized miscellaneous grids wireframe surface grid result
ing from the shape parameterization

- Miscellaneous Geometry
Update

parameterized nonlinear aero surface grids nonlinear aerody-
namics surface grid resulting from the shape parameterization

Nonlinear Aero Surface
Model Update

parameterized FEM grid - set of finite element model (FEM) nod
locations resulting from the shape parameterization

°FE Model Update

airfoil surface node data- paired upper and lower airfoil surface
FEM node numbers and minimum distance between them

Structural Geometry

finite element data and BCS - material properties, nonsized secti
properties, element connectivities, rigid bars and elastic elemen
boundary conditions (BC's)

AT heoretical FEM Weight
IsSEFEM Displacementd=EM
Stress, Buckling

reference weights data as-built reference structural and nonstru
tural weights and weight distributions

“Built Up Weights

Mach number, angle of attack, tail deflection table sets of values
used for the linear aerodynamics calculations; (different sets are
for theLinear Aerosubprocesses called fradonlinear Corrections,
Rigid Trim, PolarsandGround Scrape)

used
Emear Aero

aero reference data reference span, mean aerodynamic chord,
wing area

arlﬁipear Aero, Calculate C,
onlinear Aero, Perfor-
mance, Scrape Lift

baseline nonlinear aero volume and surface gridsthree distinct
computational fluid dynamics (CFD) volume grids that are used
various load conditions and the surface grids that correspond to

fovolume Grid Adjustment
them

load condition data- See table 9

Calculate G, Aero
Moment Equilibrium,
Induced Drag, Add Inertia
Loads

zero lift angle of attack- angle of attack at which no lift occurs fo
the configuration

[ Wave Drag

polars conditions- sets ofC,, Mach, and altitude values at which th
drag calculations are evaluated

eéWave Drag, Viscous Drag,
Induced Drag

performance reference data engine, mission, and performance
analysis parameters

Performance

scrape angle data specified roll angle, minimum allowed clearan
distance, landing gear strokes

:EScrape Angle

augment loads data internal cabin pressure, taxi forces, factor @

fAugment Loads

safety




3.1.2.1 Load Condition Data

Table 9 shows the load condition data used in the HSCT4.0 application. These eight load condi-
tions represent critical design load conditions along with the associated wing flap settings, mass
case, load factor, Mach number, altitude, and equivalent air speed. Three flap settings are consid-
ered: (1) undeflected flaps set for flight at the cruise Mach number, (2) flaps set for flight at a high
subsonic Mach number, and (3) flaps set for flight at a low supersonic Mach number. The masses
are practical construction (i.e., realistic or “as-built”) weights that represent variations in payload
and fuel ranging from the OEW to maximum GTOW. These load conditions are used to define the
loads for structural analysis.

Table 9. Load Condition Data

Load Load
Condition VE Mass Factor | Mach Number | Altitude Wing Flap
Number Case |(limitg's) Settings

1 Cruise Cruise |[Cruise Cruise Cruise Cruise
2 Ve GTOW [MIN High Subsonic A2 High Subsonic
3 Vp GTOW [MAX High Subsonic A3 High Subsonic
4 +HAA GTOW |MAX High Subsonic A4 High Subsonic
5 Ve GTOW [MIN Low Supersoniq A5 Low Supersonil
6 +HAA GTOW [MAX Low Supersoni¢ A6 |Low Supersoni|
7 -HAA GTOW [MIN Low Supersoniq A7 Low Supersonil
8 Taxi GTOW |Taxi - - - |

V¢ = cruise velocity; ¥, = dive velocity; VE = equivalent air speed; +HAA = positive high angle of
attack; -HAA = negative high angle of attack; A2 - A7 = load condition altitudes.

3.1.3 Generated Data

The following table summarizes the data generated by the HSCT4.0 analysis subprocesses. Each
entry in the table briefly summarizes the data item and identifies the subprocess that generates the
data and the subprocesses that require the data for input. Note that table entries are not included
for data items shown on the optimization process figures (figs. 3 and 4). Also, note Livag:dne

Aero subprocess is used in several of the higher kralysisprocessesNonlinear Corrections

Rigid Trim Polars and Ground Scrapge The data generated by and usedLbnear Aeroare
determined by the process from whldhear Aerois invoked. If the data item is not applicable to
Linear Aeroin all situations, the relevant parent processes are identified in parentheses.
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Table 10. HSCT4.0 Generated Data Summary

Data Description

Generated
By:

Used By:

derived linear aero grids- grids (contained in the

wavedrag decks) that provide discrete representatignkinear Aero

of the configuration surfaces in the form of coordinaj
at each discrete point

lelslodel Update

Apply Linear Delta
Displacements, Linear
Aero (Rigid Trim,
Polars, Ground
Scrape), Wave Drag,
Viscous Drag

. . . Miscella- Fuel Geometry, Perfor
derived miscellaneous model data for miscellaneous
neous Geomeq{ mance Geometry,
processes
try Update Scrape Geometry
derived nonlinear aero surface grids surface grids | Nonlinear

used to generate the derived nonlinear aerodynami
volume grids

csAero Surface
Model Update

Apply Nonlinear Delta
Displacements

derived FEM - finite element node locations which
define the cruise shape of the aircraft

FE Model
Update

Structural Geometry,
Theoretical FEM
Weight, Built Up
Weights, Loads Trans-
fer, FEM Displace-
ments, FEM Stress,
Buckling

derived section properties sized element (composite
section properties

) Section Prop-
erty Update

Theoretical FEM
Weight, FEM Displace-
ments, FEM Stress

derived fuel t_ank geometry- coordinates of fuel tank| Fuel Geome- Built Up Weights
reference points try
derived performance geometry- a coarse resolution,| Performance
; o Performance
wire frame geometry description Geometry
derived scrape geometry number of airframe test
. . : crape Geom-
points, coordinates of landing-gear ground-touch poin % Scrape Angle
. : etry
and of selected airframe test points
ply mixture and airfoil interior thickness ratios - Structural Calculate Objective
data used for constraints Geometry and Constraints
. . . Theoretical . .
FEM weight - theoretical FEM nodal weights FEM Weight Built Up Weights
fuel weights- weight of fuel in tanks (for available fugl Built Up
. . . Performance
volume and tank fill ratios) Weights
cruise weight (total) - total weight at cruise; cruise . Calculatg G, Calcu-
) i i S Built Up late Nonlinear Correc-
weight with aft center of gravity (c. g.) limit (OEW + . .
. ; Weights tions, Aero Moment
payload + cruise fuel weight) L
Equilibrium
. ot (nodal dal weight at crui Built Up Add Inertia Loads
cruise weight (nodal)- nodal weight at cruise Weights
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Table 10. (Continued) HSCT4.0 Generated Data Summary

Generated
Data Description By: Used By:
Calculate Nonlinear
cruise c. g.- axial location of c. g. at cruise Built Up Corrections, Aero
-9 g Weights Moment Equilibrium,
Linear Aero (Polars)
Calculate G, Calcu-
GTOW (total) - total weight at takeoff; maximum Built U late Nonlinear Correc-
GTOW with forward c. g. limit (OEW + payload + Wei htz tions, Aero Moment
GTOW fuel weight) 9 Equilibrium, Perfor-
mance
. Built Up .
GTOW (nodal) - nodal weight at takeoff . Add Inertia Loads
Weights
Built U Calculate Nonlinear
GTOW c. g. - axial location of c. g. at takeoff P Corrections, Aero
Weights

Moment Equilibrium

OEW (total) - the sum of structural, nonstructural, andBuilt Up

Calculate Objective

systems weights Weights and Constraints
displaced linear aero grid- derived linear aerodynarr—Apply L!near Linear Aero_ (NO”"T".
) . o . Delta Dis- ear Corrections, Rigid
ics grid modified by the delta displacements .

placements Trim)
(_jlsplaced nonllne_ar aero surfaqe grid _d_enved non- | Apply Nonl|_n- Volume Grid Adjust-
linear aerodynamics surface grid modified by the dgltear Delta Dis- ment
displacements placements
displaced nonlinear aero volume grid CFD volume | Volume Grid

grid based on the displaced nonlinear aerodynamic
surface grids

" Adjustment

Nonlinear Aero

target C, - required lift coefficient based on total

; Calculate G Nonlinear Aero
weight
linear pressures, forces, and momentstable of lin- .
. - inear Aero .
ear aerodynamics surface pressure coefficients and t U linear Calculate Nonlinear

force and moment coefficients for a set of angles of
attack

Corrections)

Corrections

nonlinear pressures, forces, and momentsonlinear

. . Nonlinear Calculate Nonlinear
aerodynamics surface pressure coefficients and total .
. Aero Corrections
force and moment coefficients
nonlinear corrections - nodal surface pressure coeffi- Calculate :
. ; : : Apply Nonlinear Cor-
cient differences between the nonlinear aerodynamicslonlinear

and the matching-force linear aerodynamics pressu

reSorrections

rections

linear pressures- table of linear aerodynamics surfag
pressure coefficients for a set of angles of attack

elinear Aero
(Rigid Trim)

Apply Nonlinear Cor-
rections

corrected pressures table of linear aerodynamics su
face pressure coefficients, modified by nonlinear co

r-Apply Nonlin-
r-ear Correc-
tions

rections, for a set of angles of attack

Aero Moment Equilib-
rium
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Table 10. (Continued) HSCT4.0 Generated Data Summary

Data Description

Generated
By:

Used By:

trimmed C_, Cy; (cruise) trimmed cruise target,C
and resultingCp; from linear aerodynamics with non-
linear corrections.

Aero Moment
Equilibrium

Induced Drag

trimmed aero loads- trimmed aerodynamics panel
forces generated for targ@t, resulting from linear
aerodynamics with nonlinear corrections

Aero Moment
Equilibrium

Loads Transfer

table of Cp,, - wave drag coefficients for a set of Mag
numbers

jmp

Wave Drag

Assemble Polars

table of Cp, - viscous drag coefficients for a set of
Mach numbers and altitudes

Viscous Drag

Assemble Polars

table of C_, Cy;, C,, - linear aerodynamics lift and dra
force coefficients and pitching moment coefficient fo
set of angles of attack and Mach numbers

rg Linear Aero
olars)

Induced Drag

table of trimmed C_, C,; - linear aerodynamics lift
and drag force coefficients at the trim angle of attac
for a set of Mach numbers

k Induced Drag

Assemble Polars

mission tables- Cy;, Cp,, andCy,, at the polars condi-

Assemble

tions Polars Performance
performance metrics- range, balanced takeoff field I
S Calculate Objective
length, landing field length, takeoff speed, approach .
: : . . Performance | and Constraints,
speed, landing speed, time to climb to cruise, takeoff .
) s . Scrape Lift
noise (flyover, sideline, and combined)
scrape angles of attack computed angles of aircraft Linear Aero (Ground
o ; Scrape Angle
at scrape conditions on takeoff and landing Scrape)
scrapeC, - computed lift coefficients at scrape condi- Linear Aero .
. ) (Ground Scrape Lift
tions on takeoff and landing
Scrape)
ground scrape responsestakeoff scrape lift, landing Scrape Lift Calculate Objective

scrape lift

and Constraints

aero loads- aerodynamic forces distributed to FEM
nodes

Loads Trans-
fer

Add Inertia Loads

displacement loads applied forces (combined aero-| Add Inertia FEM Displacements
dynamic and inertia) at FEM nodes Loads P
displacements- FEM nodal displacements FEM Dis- Calculate Delta Dis-
placements placements
delta displacements delta displacements at FEM Calculate Apply Linear Delta
) - . . Displacements, Apply

nodes (displacements for maneuver conditions minyiDelta Dis- : i

. X Nonlinear Delta Dis-
cruise displacements) placements

placements

converged loads (2-#)converged displacement load
for load conditions 2-7

5 Loads Conver-
gence

Augment Loads

augmented loads (2-8) combination of converged
loads and augment loads data for load conditions 2

Augment
8Loads

FEM Stress




Table 10. (Continued) HSCT4.0 Generated Data Summary

Generated
Data Description By: Used By:

stress resultants stress resultants on sized elements FEM StregsBuckling
Calculate Objective

buckling load factors - buckling load factors on sized

elements Buckling and Constraints

stress failure indices maximum layer-wise stress fail- Calculate Objective
o ) FEM Stress :

ure indices on sized elements and Constraints

3.2 Functions

The functional requirements for the HSCT4.0 application are defined in this section. In the sub-
sections that follow, the application functions (or processes) are summarized with a series of pro-
cess diagrams and diagram descriptions. These diagrams include fig. 3 - fig. 15. The diagrams
show the basic information flow among processes included in the multidisciplinary analysis and
optimization. A description is provided for each figure in the subsections to follow.

In the diagrams, circles are used to indicate processes (or functions) and arrows show the princi-
pal data that is passed between processes. A shaded circle refers to a process that may be further
expanded into a set of subprocesses. An unshaded circle represents a lowest level subprocess (or
function). A process outlined with dashes indicates a process that may or may not execute during
an analysis. By convention, this document will use italics for process names.

The data are distinguished several ways in the diagrams. Data items enclosed within two solid
lines indicate fixed data that do not change throughout the optimization. The data generated dur-
ing each optimization cycle are labeled in two different notations on the diagrams. If the data item
is generated by another process that is not shown on an individual diagram, that data item is
enclosed within a shaded rectangular box. Otherwise, the data item is labeled beside the arrow
exiting the process that generated it. For example, iniiightsprocess diagram (fig. 7), the
“derived FEM” data item is computed by tB@ometryprocess and therefore is enclosed within a
shaded box. Thénalysisprocess diagram (see fig. 5) has been simplified to show only enough
data to indicate the sequencing among the highest level processes.

Note that fig. 3 gives an overview of the optimization process, where the two most significant pro-
cesses are thenalysisand theSensitivity Analysiprocesses. The details of thensitivity Analy-
sisprocess are not covered in this document, because the final project deliverables did not include
the optimization. This document gives a description of the optimization process, but the focus of
the document is to describe the requirements foAttadysisprocess.

The following list summarizes the functional requirements for the HSCT4.0 application processes
and subprocesses. Each requirement refers to the sections that describe that requirement in more
detail. When appropriate, the existing engineering analysis code selected to perform a particular
function is identified. The appendix provides descriptions for each of the codes selected, except
for the optimization codes JOPT and CONMIN. If no codes are specified for a particular require-
ment, the code must be developed according to that requirement.
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Requirement #7 The HSCT4.0 optimization process (see section 3.2.1 “Optimization
Process”) shall minimize GTOW subject to the constraints and design variable limits
defined in section 3.1.1. This requirement has been deferred.

Requirement #8 The Calculate Objective and Constraingsibprocess (see section 3.2.1
“Optimization Process”) shall gather the responses from the analysis processes and calcu-
late the objective function and constraints for the optimizer. This requirement has been
deferred.

Requirement #9 The Accept Design and Set Move Limstisbprocess (see section 3.2.1
“Optimization Process”) shall determine the move limit factor for the design variables.
The move limits will be determined manually based on the criteria for design acceptance
and rejection. This requirement has been deferred.

Requirement #10 Fhe Gradient-Based Optimizgrocess (see section 3.2.1 “Optimiza-

tion Process”) shall determine the values for the set of design variables that optimize the
objective function, subject to the set of constraints. The JOPT and CONMIN codes shall
be used for these calculations. This requirement has been deferred.

Requirement #11FheLinear Aero Model Updatsubprocess (see section 3.2.3 “Geom-
etry Process”) shall deform the linear aerodynamics grids to incorporate the changes in the
shape design variables. The GP code will be used for this calculation.

Requirement #12 The Nonlinear Aero Surface Model Updaseibprocess (see section
3.2.3 “Geometry Process”) shall deform the nonlinear aerodynamics grids to incorporate
the changes in the shape design variables. The GP code will be used for this calculation.

Requirement #13 The Miscellaneous Geometry Updaseibprocess (see section 3.2.3
“Geometry Process”) shall deform the miscellaneous geometry grid to incorporate the
changes in the shape design variables. The GP code will be used for this calculation.

Requirement #14 Fhe FE Model Updatesubprocess (see section 3.2.3 “Geometry Pro-
cess”) shall derive the FEM grid to incorporate the changes in the shape design variables.
The GP code will be used for this calculation.

Requirement #15 Fhe Scrape Geometrgubprocess (see section 3.2.3 “Geometry Pro-
cess”) shall derive the scrape geometry.

Requirement #16 The Fuel Geometrysubprocess (see section 3.2.3 “Geometry Pro-
cess”) shall derive the fuel tank volumes.

Requirement #17 Fhe Performance Geometisubprocess (see section 3.2.3 “Geometry
Process”) shall derive the performance geometry.

Requirement #18Fhe Section Property Updatgeubprocess (see section 3.2.3 “Geometry
Process”) shall derive the laminated composite shell property sets for the sixty-one design
variable zones from the structural design variables.
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Requirement #19TFhe Structural Geometrgubprocess (see section 3.2.3 “Geometry Pro-
cess”) shall derive the ply-mixture ratios and AIT ratios.

Requirement #20 The Theoretical FEM Weighsubprocess (see section 3.2.4 “Weights
Process”) shall compute the theoretical FEM weights at the nodes. The GENE&IE
(Vanderplaats Research & Development, Inc.) shall be used for this calculation.

Requirement #21TFheBuilt Up Weightsubprocess (see section 3.2.4 “Weights Process”)
shall compute the as-built total weight, nodal weights, and the c. g. for the cruise and
GTOW mass cases.

Requirement #22 FThe Nonlinear Correctionsubprocessipply Linear Delta Displace-
ments(see section 3.2.5 “Nonlinear Corrections Process”), shall deform the linear aerody-
namics surface grid for a given load condition. The S2W code shall be used for this
calculation.

Requirement #23 Fhe Nonlinear Correctionsubprocesd,inear Aero(see section 3.2.5
“Nonlinear Corrections Process”), shall calculate linear aerodynamics characteristics for
the current aircraft surface shape at a given load condition for specified flight conditions.
The USSAERO code shall be used for this calculation.

Requirement #24 -The Apply Nonlinear Delta Displacementsubprocess (see
section 3.2.5 “Nonlinear Corrections Process”) shall deform the nonlinear aerodynamics
surface grid for a given load condition. The CSCMDO code shall be used for this calcula-
tion.

Requirement #25TFhe Volume Grid Adjustmerdubprocess (see section 3.2.5 “Nonlinear
Corrections Process”) shall adjust the nonlinear aerodynamics volume grid for the new
derived surface grid. The CSCMDO code shall be used for this calculation.

Requirement #26 Fhe Calculate ¢ subprocess (see section 3.2.5 “Nonlinear Corrections
Process”) shall calculate the aircraft lift coefficie@,, for a given aircraft weight and
load condition.

Requirement #27 Fhe Nonlinear Aerosubprocess (see section 3.2.5 “Nonlinear Correc-
tions Process”) shall solve the Euler/Navier-Stokes equations for a given load condition on
the derived nonlinear aerodynamics volume grid. The CFL3D code shall be used for this
calculation.

Requirement #28 The Calculate Nonlinear Correctionsubprocess (see section 3.2.5
“Nonlinear Corrections Process”) shall calculate the nodal-pressure difference (on the lin-
ear aerodynamics grid) between the nonlinear and linear aerodynamics calculations. The
L2NL code shall be used for this calculation.

Requirement #29Fhe Rigid Trimsubprocesd,inear Aero(see section 3.2.6 “Rigid Trim
Process”), shall calculate linear aerodynamics characteristics for the current aircraft sur-
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face shape at a given load condition for specified flight conditions. The USSAERO code
shall be used for this calculation.

Requirement #30TFhe Apply Nonlinear Correctionsubprocess (see section 3.2.6 “Rigid
Trim Process”) shall add the nonlinear correction nodal pressures to the linear aerodynam-
ics nodal pressures, resulting in a corrected pressure distribution. The TRIM_NLC code
shall be used for this calculation.

Requirement #31 The Aero Moment Equilibriunsubprocess (see section 3.2.6 “Rigid
Trim Process”) shall calculate the angle of attack and tail deflection that trim the aircraft
for a given load condition and weight. The induced drag coefficient and the loads are inter-
polated for these angles. The TRIM_NLC code shall be used for this calculation.

Requirement #32 The Wave Dragsubprocess (see section 3.2.7 “Polars Process”) shall
calculate the supersonic wave drag contribution to the total configuration drag coefficient.
The AWAVE code shall be used for this calculation.

Requirement #33Fhe Viscous Dragubprocess (see section 3.2.7 “Polars Process”) shall
calculate the surface skin friction drag contribution to the total configuration drag coeffi-
cient. The CDF1 code shall be used for this calculation.

Requirement #34 The Polars subprocessl.inear Aero(see section 3.2.7 “Polars Pro-
cess”), shall calculate linear aerodynamics characteristics for the aircraft surface shape at
cruise for specified flight conditions. The USSAERO code shall be used for this calcula-
tion.

Requirement #35Fhelnduced Dragsubprocess (see section 3.2.7 “Polars Process”) shall
calculate the lift-dependent drag contribution to the total configuration drag coefficient.

Requirement #36 The Assemble Polarsubprocess (see section 3.2.7 “Polars Process”)
shall generate the drag polar mission tables.

Requirement #37 The Performancesubprocess (see section 3.2.8 “Performance Pro-
cess”) shall perform a mission analysis. The FLOPS code shall be used for this calcula-
tion.

Requirement #38 The Scrape Anglesubprocess (see section 3.2.9 “Ground Scrape Pro-
cess”) shall calculate the maximum pitch angle that can be attained for each specified
clearance, stroke and roll angle.

Requirement #39 The Ground ScrapesubprocesslLinear Aero (see section 3.2.9
“Ground Scrape Process”), shall calculate linear aerodynamics characteristics for the cur-
rent aircraft surface shape at takeoff and landing conditions. The USSAERO code shall be
used for this calculation.

Requirement #40 The Scrape Liftsubprocess (see section 3.2.9 “Ground Scrape Pro-
cess”) shall calculate the lift forces available at the maximum angles of attack for takeoff
and landing conditions.
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Requirement #41 The Loads Transfeisubprocess (see section 3.2.10 “Displacements
Process”) shall transfer tlzadirection aerodynamic loads to the FEM using a method that
conserves the total force and moments. The A2S code shall be used for this calculation.

Requirement #42TFhe Add Inertia Loadsubprocess (see section 3.2.10 “Displacements
Process”) shall add inertia loads to aerodynamic loads for a given load condition. The A2S
code shall be used for this calculation.

Requirement #43 The FEM Displacementsubprocess (see section 3.2.10 “Displace-
ments Process”) shall calculate displacements for a given load condition. The GRNESIS
code shall be used for this calculation.

Requirement #44 The Loads ConvergenceubprocessApply Linear Delta Displace-
ments(see section 3.2.11 “Loads Convergence Process”), shall add delta displacements at
aerodynamic grid nodes to the derived linear aerodynamics grid to produce the displaced
linear aerodynamics grid for the given load condition. The S2W code shall be used for this
calculation.

Requirement #45Fhe Rigid Trim process invoked from tHeoads Convergencgubpro-

cess (see section 3.2.11 “Loads Convergence Process”) shall generate trimmed aerody-
namics pressures for a given load condition. Refer to section 3.2.6 “Rigid Trim Process”
for a description of thRigid Trimprocess.

Requirement #46 TFhe Displacementprocess invoked from tHebads Convergencsub-

process (see section 3.2.11 “Loads Convergence Process”) shall generate the FEM nodal
displacements for a given load condition. Refer to section 3.2.10 “Displacements Pro-
cess” for a description of tH2isplacementgrocess.

Requirement #47 The Calculate Delta Displacementsubprocess (see section 3.2.11
“Loads Convergence Process”) shall subtract the FEM nodal displacements for the cruise
condition from nodal displacements for a given load condition.

Requirement #48 Fhe Augment Loadsubprocess (see section 3.2.12 “Stress and Buck-
ling Process”) shall augment the converged loads fdFii Stressubprocess.

Requirement #49 The FEM Stresssubprocess (see section 3.2.12 “Stress and Buckling
Process”) shall perform a finite element analysis to compute SFls and stress resultants for
a set of augmented loads. The GENEBI&de shall be used for this calculation.

Requirement #50TFhe Bucklingsubprocess (see section 3.2.12 “Stress and Buckling Pro-
cess”) shall compute BLFs for FEM elements using stress resultants for a set of aug-
mented loads.

3.2.1 Optimization Process

Although it is not required that optimization be implemented, it is described here to provide con-
text for the HSCT4.0 analysis. The HSCT4.0 optimization problem is described as:
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Minimize: GTOW

Subiject to:
Side Constraints (upper and lower limits for design variables) (tables 2 and 3)
Geometry Constraints (table 4)
Weights Constraints (table 5)
Performance Constraints (table 6)
Structural Constraints (table 7)

The optimization procedure is shown in fig. 3. Refer to section 3.5 “System Design Constraints”
for a discussion on the optimization method choice for the HSCT4.0 applicatioGratent-

Based Optimizeprocess and the subprocesgesiculate Objective and Constrairasd Accept
Design and Set Move Limjtare described in this section. TAralysisprocess is described in
section 3.2.2. No requirements for tBensitivity Analysiprocess have been defined for this
project.

After an initialization process, the optimization proceeds using a Sequential Linear Programming
(SLP) technique, where the outer loop shown in fig. 3 represents a “design cycle”. A design cycle
uses the following processesnalysis Calculate Objective and Constrain#ccept Design and

Set Move LimitsSensitivity AnalysisandGradient-Based OptimizeThe Analysisprocess pro-

duces the multidisciplinary responses, which are used @dlvellate Objective and Constraints
subprocess to form the objective function and constraintsAtbept Design and Set Move Lim-

its subprocess either accepts or rejects the current design and may adjust the design variable move
limits; this subprocess requires manual intervention by the designe®eRséivity Analysipro-

cess evaluates the gradients of the objective function and constraints, which are uséaréy the
dient-Based Optimizeprocess to compute an approximate objective function and approximate
constraints. Errors which may be introduced by use of the approximate analysis are controlled by
imposing “move limits” on each design variable during the iteration process. A move limit, which

is specified as a fractional change of each design variable value, is imposed as an upper and lower
design variable bound.

The remainder of this section briefly describes the ovéxyatimizationprocess. Section 3.2.1.1
describes each subprocess in more detail. The HSCT4.0 optimization procedure is conducted as
follows. Prior to the first cycle, initial values for the design variables and move limits are set, and
the analysis, objective function, and constraints are calculated. Then this design is reviewed for
acceptance and possible move limit adjustments. (See criteria discussion in the next section for
more detail on decision making.) Note that on cycle=0, even if this first design is infeasible, the
design is “accepted” and the move limits are not adjusted.

If the design is accepted, the current (accepted) set of design variables along with the correspond-
ing function and gradient data will be used in the next execution @Grddient-Based Optimizer
process. Thé&ccept Design and Set Move Linstgprocess may or may not adjust the move lim-

its. The cycle number is updated and the solution is checked for convergence. If the optimization
process has converged, the HSCT4.0 application calculation is terminated. Otherwise, the cycle
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continues with a gradient calculation. The gradients are used to form the approximate functions
that are used in th@radient-Based Optimizegrocess.

On the other hand, if the design is rejected, the cycle number is not updated, the move limits are
decreased, and the most recently accepted design variables, along with the corresponding function
and gradient data, are used as input toGhedient-Based Optimizeprocess. This process is
repeated until the optimization convergence criteria are met. The HSCT4.0 optimization proce-
dure will be considered converged when the change in the objective function over three consecu-
tive cycles is within a specified tolerance and all of the constraints are satisfied.

3.2.1.1 Optimization Subprocesses

The Calculate Objective and Constrairgebprocess gathers responses fromAtiedysisprocess

to calculate the objective functioR, and the constraint vectay, The constraints described in
section 3.1.1.2 are used to fognTheSensitivity Analysiprocess computes the gradients of the
objective function and constraints.

The Accept Design & Set Move Limitsibprocess is an interactive subprocess in which the
designer chooses whether to accept or reject the current set of design variable values and adjusts
the move limit values if necessary according to the criteria described below. Note that the soft-
ware must have a stop and restart capability to perform this function.

The criteria for design acceptance and rejection involves the designer examining the current
objective function and constraints, the approximate objective function and constraints, and the
previous cycle’s objective function and constraints. Note that the term “current objective function
and constraints” refers to the values obtained fromAtiadysisprocess based on the current set of
design variables. The term “previous objective function and constraints” refers to the values
obtained from theAnalysisprocess based on the previous set of design variables. The term
“approximate objective function and constraints” refers to the values obtained fr@rattient-

Based Optimizeprocess based on the current set of design variables. The first priority for accep-
tance will be improved constraint satisfaction followed by reduction in objective function. The
objective function and constraint approximation values (equations 1 and 2 below) are compared to
the actual values and the move limits are adjusted according to the criteria for design acceptance
and rejection outlined below. (Recall that the objective function will be minimized.)

Assuming all constraints are satisfied at the beginning of the current cycle, then at the end of the
current cycle:

1. If all current constraints are satisfied and the current objective function decreases, then the cur-
rent set of design variables is accepted, and the move limits are not adjusted.

2. If all current constraints are satisfied and the current objective function increases, then the cur-
rent set of design variables is rejected, move limits are decreased, and the cycle is repeated
with the previous set of design variables.
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3. If there are current constraint violations and the current objective function increases, then the
current set of design variables is rejected, move limits are decreased, and the cycle is repeated
with the previous set of design variables.

4. If there are small current constraint violations and the current objective function decreases, then
the violated constraints need to be examined in greater depth. If it is felt that it would be easy
for the optimizer to satisfy the violated constraints, then the current set of design variables is
accepted. The approximate objective function and approximate constraints are also examined
to see if the move limits need to be reduced.

Assuming some constraints are violated at the beginning of the current cycle, then at the end of
the current cycle:

1. If all current constraints are satisfied and the current objective function decreases, then the cur-
rent set of design variables is accepted, and move limits are not adjusted.

2. If all current constraints are satisfied and the current objective function increases, then the cur-
rent set of design variables is accepted, and move limits are not adjusted.

3. If there are current constraint violations and the current objective function increases, then if the
largest current constraint violations are less than at the beginning of the cycle, the current set of
design variables is accepted (even if the number of violated constraints increases), and move
limits are not adjusted.

4. If the current constraint violations are greater and more numerous than at the beginning of the
cycle, then the current set of design variables is rejected, the move limits are decreased, and the
cycle is repeated with the previous set of design variables.

Note that in the above criteria, in cases where move limits are not adjusted by the designer, the
designer may make a judgement call based on his previous optimization experience to decrease
the move limits. This is usually the case when the designer feels that the approximate constraints
and objective function are no longer “good” approximations of the current constraints and objec-
tive function.

The Gradient-Based Optimizgsrocess, expanded in fig. 4, consists of a general purpose optimi-
zation program and an approximate analysis, which is used to reduce the number of full analyses
during the optimization procedure. The approximate analysis is used to approximate the objective
function and constraints with linear Taylor Series expansions using gradients of the objective
function and constraints (computed in Bensitivity Analysiprocess in each design cycle). The
approximate objective function value and approximate constraint values are described by the fol-
lowing two equations, respectively.
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whereF, is the objective function (computed by tA@alysisprocess)F is the approximate
objective functiong, is the constraint vector (computed by &realysisprocess)g is the approx-

imate constraint vectoX is the design variable vect&X  is the design variable increment (con-
trolled by the move limits)N is the number of design variablg§, is the vector of objective
function gradients, anfd  is the vector of constraint gradients. The assumption of linearity will not
introduce a large error into the analysis, provided the chatiges are small. The loop shown in
fig. 4 represents an “iteration”.

3.2.2 Analysis Process

A high level view of the procedure required for HSCT4.0 multidisciplinary analysis is shown in
fig. 5. Descriptions of thénalysisprocesses appear in the sections to follow. For the HSCT4.0
analysis, there are eight load conditions (see table 9), but these are applied to only three distinct
geometry models. The models are distinguished by flap settings: cruise, high subsonic, and low
supersonic. These flap settings have been modeled for linear and nonlinear aerodynamics analy-
ses; however, the FEM analysis uses only the cruise flap settings for all load conditions.

The primary engineering disciplines used in the HSCT4.0 analysis include geometry, weights,
aerodynamics, structures, performance, and ground scrape. All discipline models are derived from
a single CAD model. Weight is calculated using a combination of reference as-built weights and
theoretical FEM weights. The aeroelastic calculation uses a linear structural analysis coupled with
a variable-fidelity aerodynamics analysis. The variable-fidelity aerodynamics analysis uses a com-
bination of linear aerodynamics with corrections based on nonlinear aerodynamics. Linear aero-
dynamics, without nonlinear corrections, are also used in both the performance and ground scrape
disciplines. The performance computation uses the linear aerodynamics calculations in addition to
empirical data to perform a mission analysis. The ground scrape computations are a simple alge-
braic computation based on the linear aerodynamics in ground effect.

The Analysisprocess begins with tHéeometryprocess, which derives the updated geometries,
grids, and section properties from the baseline geometries and grids using the design variable val-
ues. Once th&eometryprocess has completed, Weightsprocess may proceed.

The Weightsprocess computes the theoretical FEM weight, the total as-built weights, the nodal
weights, and the c. g. locations for the cruise and takeoff mass cases. These data are needed before
theNonlinear CorrectionandRigid Trimprocesses can be executed.

The Nonlinear Correctiongprocess is the first of two stages in what is called a variable-fidelity
aerodynamics analysis approach. For efficiency duringAtteysisprocess, this approach uses

only one computationally intensive, nonlinear CFD calculation per load condition. A nonlinear
correction is then calculated relative to an appropriate linear aerodynamics calculation. In the sec-
ond stage of the approach, this correction will be applied each time a linear aerodynamics calcula-
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tion is made during the subsequ@igid TrimandLoads Convergengerocesses. Because of the
large time for the nonlinear CFD computation, anlinear Correctiongprocess will not be exe-
cuted in evenAnalysiscycle after the first cycle. (This is indicated by the dashed lines in fig. 5.)

Using the most recent nonlinear corrections,Riggd Trim process calculates trim conditions for

the cruise condition that will be used as reference conditions for subsequent calculations. The trim
conditions are the angle of attack and tail deflection that provide lift equal to weight and no net
pitching moment. (Note that tHigid Trimprocess is used again for other load conditions in the
Loads Convergencprocess.) Once theigid Trim process has completed, tAaalysisprocess
divides into two branches, which may be computed in parallel.

In the left branch of th@&nalysisprocess, th&olars process is followed by theerformanceand

Ground Scrap@rocessesThe Polarsprocess uses the cruise shape for all of its aerodynamic cal-
culations. The cruise results frdrigid Trimare augmented by a set of linear aerodynamics drag
polars calculated for a set of Mach numbers and lift coefficients Polegs process provides

input for the range calculation in tierformanceprocess. Th&erformanceprocess also calcu-

lates the takeoff and landing speeds, in addition to other metrics. These speeds are used in the
Ground Scraperocess to calculate the takeoff and landing lift that are achievable with the tail at
the minimum clearance from the runway.

In the right branch of thAnalysisprocess, th®isplacementgrocess is followed by thieoads
Convergencand Stress and Bucklingrocesses. ThBisplacementprocess calculates the FEM
displacements under the trimmed cruise loads for use ibhahes Convergencprocess. Then,

the Loads Convergencprocess performs the aeroelastic trim calculations for the six noncruise
load conditions (2-7). (Within thieoads Convergengerocess, thigid TrimandDisplacements
processes are used again at each of these load conditions.) This resulting set of loads, along with
the load representing taxi, is used in 8teess and Bucklingrocess to provide stress and buck-

ling response values.

3.2.3 Geometry Process

The Geometryprocess is displayed in fig. 6. T®ometryprocess calculates the geometry con-
straints and provides shape parameterization for the HSCT4.0 application. An important feature
of any shape optimization formulation is the means to parameterize the geometry in terms of a set
of user-defined design variables that can be systematically varied during the optimization to
improve the design. The parameterization is done once after the shape design variables have been
selected. (Reference 9 provides a survey of shape parameterization techniques for multidisci-
plinary optimization and highlights some emerging ideas.) As shown in fig. Gethmmetrypro-

cess consists of nine subprocestesear Aero Model UpdateMiscellaneous Geometry Update
Nonlinear Aero Surface Model UpdatE Model UpdateFuel GeometryPerformance Geome-

try, Scrape GeometnySection Property Updateand Structural GeometryEach subprocess is
described in the next section.

A discussion of the shape design variables is provided in section 3.1.1.1. The shape design vari-
ables and geometry constraints are listed in table 2 and table 4, respectively.
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3.2.3.1 Geometry Subprocesses

TheLinear Aero Model UpdateMiscellaneous Geometry Updatéonlinear Aero Surface Model

Update andFE Model Updatesubprocesses, shown in fig. 6, use the approach described in refer-
ence 9 to modify the geometry of the analysis models. This approach provides internal FEM grids
consistent with aerodynamic surface grids. All analysis geometry models (i.e., aerodynamics and
structures) are parameterized based on the locations of the shape design variables that are varied
relative to the reference geometry. For each design cycle, the “derived grids/models” are gener-
ated by applying the shape design variable values to each of the parameterized grids. Recall that
there are three aerodynamic shapes, one for each flap setting.

The output from théiscellaneous Geometry Updgbeocess, shown in fig. 22, consists of a set

of curves that defines a wire-frame description of the model for the various miscellaneous geome-
try subprocesses. Tleiel Geometrgubprocess uses the locations of sets of points at the corners

of the fuel tanks to calculate the total and individual fuel volumes of the tank®effoemance
Geometrysubprocess uses discretized curves to calculate a wide variety of geometric information
needed as input for theerformanceprocess; examples are the wing span, sweep angles, and
aspect ratio, the wing chords and maximum thickness at several span stations, and the fuselage
dimensions. Th&crape Geometrgubprocess uses the location of selected points on the aircraft
surface to calculate the pitch angle for which one or more of these points touches the ground.

Two Geometrysubprocesses generate the FEM data.FEhélodel Updatesubprocess updates

the finite element node locations, and 8extion Property Updatsubprocess updates the finite
element section properties. TRE Model Updatesubprocess uses the 27 shape design variables
to produce a set of finite element node locations. Séwion Property Updatsubprocess uses

the 244 structural design variables (table 3) to produce 61 laminated composite shell property
sets.

Both the ply-mixture and AIT ratios are computed byS$twictural Geometrgubprocess. (Refer
to section 1.3.2 for definitions of the symbols used below.) The ply-mixture ratios are computed
at each of the sixty-one design variable zones (see fig. 19 and fig. 20) using equations 3 - 5.
(3) I:’MO = tO/tFace
(4) PMyg = 2t/ troee

(5) PMQO = t9O/tFace

The AIT ratios are computed at each of 30 wing stations (each with a corresponding upper and
lower airfoil surface node, see fig. 23) from the equation below:

h . —
6) AIT = 1+%r

whereh,,;, = 0 for HSCT4.0.

27



3.2.4 Weights Process

The Weightsprocess is displayed in fig. 7. Thiéeightsprocess computes the as-built nodal and
total weights, fuel weights, and the c. g. location of a given aircraft configuration.

A particular aircraft geometry is specified with the shape design variables (table 2), which define
the aircraft cruise shape. A particular mass distribution is defined using shape design variables,
structural design variables, and fuel loading. The term “fuel loading” implies both the weight and
the location of the fuel. The shape design variables may affect the takeoff and cruise fuel loadings
by changing the available fuel volume.

The total theoretical FEM weights represent only about 20 percent of the total aircraft as-built
weight. As such, the total theoretical FEM weight is incomplete for use as an optimization objec-
tive function, because the percentage change in the theoretical FEM weight is much greater than
the percentage change in the aircraft total as-built weight. Therefore, it is required Weigihts

process estimate other aircraft weights to provide a total as-built weight.

The Weightsprocess uses as-built nodal weights for a reference aircraft and theoretical FEM
weights to provide a reasonable estimate of the as-built weight. The process uses a set of as-built
nodal weights for the reference airplane geometry, including the takeoff and cruise fuel loadings
that were generated by the process described in reference 10. The reference data includes fuel
weight, tank fill factors, c. g. locations for nine tanks, and two mass cases. The process also uses
the FEM for the reference aircraft geometry for the calculation of the theoretical FEM weight.
The weights process must yield the reference weight results for the reference airplane geometry,
using the appropriate reference aircraft fuel loadings.

The reference weights data are a set of fixed data files that assign as-built nodal weights to each of
the 14 weights meshes seen in fig. 24 for several types of weights. See table 11 for a complete list-
ing of the weight mesh names and the types of weights assigned to each mesh. The as-built nodal
weights in this data set were defined using the reference weights process described in reference 10
for the specific geometry shown in fig. 24. All 14 meshes are assigned as-built structural nodal
weights. Some of the 14 meshes are also assigned nodal weight increments for nonstructural, sys-
tems, payload, and fuel weights.

The structural weights are understood to include a theoretical FEM weight, as well as as-built
structural weight increments for production splices, local pad-ups, side-of-body joints, adhesives,
paints, materials for damage tolerance, sealants, and fasteners essential in building the aircraft.
The nonstructural weights include weight increments for windows, landing gear doors, access
doors, seat tracks, fuel tank baffles, passenger doors, and system attachment fittings. As shown in
table 11, the nonstructural weights are applied only to the five meshes (1 through 5) representing
the primary aircraft structure. For the HSCT4.0 application, the systems weights are provided as
fixed nodal loads.
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Table 11. Weight Types Assigned to Each Weight Mesh

Weight
Mesh Weight Mesh | Structural | NonStructural Systems | Payload Fuel
Number Name Weights Weights Weights | Weights | Weights
1 Inboard Wing Yes Yes Yes No Yes
2 Outboard Wing | Yes Yes Yes No No
3 Fwd-Fuselage Yes Yes Yes Yes No
4 Mid-Fuselage Yes Yes Yes Yes No
5 Aft-Fuselage Yes Yes Yes Yes Cruise
only
6 Vertical Tall Yes No Yes No No
7 Horizontal Talil Yes No Yes No No
8 Inboard Strut Yes No Yes No No
9 Outboard Strut Yes No Yes No No
Inboard Control | Yes No Yes No No
10
Surfaces
Outboard Con- | Yes No No No No
11
trol Surfaces
12 Rudder Yes No No No No
13 Elevator Yes No No No No
14 Nose Cone Yes No No No No

The as-built total weight of the aircraft can be considered to be a hierarchy of summations of
smaller weight groupings, as illustrated in tables 12 and 13. Mesh numbers are shown in paren-
theses. In general, moving from right to left in these two tables for each component, each vertical
bar in the table represents a summation of several items from the right column to form the item in
the left column. The fuel weight in table 13 is an exception; the fuel component is either cruise or
GTOW fuel.

For example, in table 12, nodal theoretical FEM weights for a given mesh are summed to find a
total theoretical FEM weight for the same mesh. The summation of nodal theoretical FEM
weights for a given mesh into a total theoretical FEM weight for the same mesh is defined as a
subassembly weight. Likewise, the summation of nodal as-built structural weight increments for a
given mesh to find a total as-built structural weight increment for the same mesh is also defined as
a subassembly weight. A similar subassembly weight is defined as the summation of nodal non-
structural weights for a given mesh (of meshes 1 through 5 only) to find a total nonstructural
weight for the same mesh.
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Table 12. Structural Weights Hierarchy

Reference Aircraft Assembly

Reference Aircraft Subassembly

Component (Weight Mesh Number, fig. 24)
Theoretical FEM Weight
Inboard Wing Structure (1) As-built Structural Weight Increment
Nonstructural Weight
Theoretical FEM Weight
Outboard Wing Structure (2) As-built Structural Weight Increment
Nonstructural Weight
i Theoretical FEM Weight
Wing Inboard Strut Structure (8) - :
As-built Structural Weight Increment
Theoretical FEM Weight
Outboard Strut Structure (9) - -
As-built Structural Weight Increment
Theoretical FEM Weight
Inboard Control Surface Structure (10) - -
As-built Structural Weight Increment
Theoretical FEM Weight
Outboard Control Surface Structure (11} - -
As-built Structural Weight Increment
Theoretical FEM Weight
Nose Cone Structure (14) - -
As-built Structural Weight Increment
Theoretical FEM Weight
Fwd-Fuselage Structure (3) As-built Structural Weight Increment
Nonstructural Weight
Fuselage Theoretical FEM Weight
Mid-Fuselage Structure (4) As-built Structural Weight Increment
Nonstructural Weight
Theoretical FEM Weight
Aft-Fuselage Structure (5) As-built Structural Weight Increment
Nonstructural Weight
) ) Theoretical FEM Weight
) .| Vertical Tail Structure (6) - -
Vertical Tail As-built Structural Weight Increment
Theoretical FEM Weight
Rudder Structure (12) - -
As-built Structural Weight Increment
) ) Theoretical FEM Weight
Horizontal Tail Structure (7) - -
Horizontal As-built Structural Weight Increment
Tail

Elevator Structure (13)

Theoretical FEM Weight

As-built Structural Weight Increment




Table 13. Systems, Payload, and Fuel Weights Hierarchy

Reference Aircraft Assembly Reference Aircraft Subassembly
Component (Weight Mesh Number, fig. 24) (Weight Mesh Number, fig. 24)

Inboard Engine Weight (8)
Outboard Engine Weight (9)
Inboard Wing Systems Weight (1)
Outboard Wing Systems Weight (2)
Fwd-Fuselage Systems Weight (3)

Engines Engines (8 and 9)

Mid-Fuselage Systems Weight (4)

Aft-Fuselage Systems Weight (5)
Vertical Tail Systems Weight (6)
Horizontal Tail Systems Weight (7)
Inboard Strut Systems Weight (8)
Outboard Strut Systems Weight (9)
Inboard Control Surface Systems Weight (§0)

Systems Systems (1 through 10)

Landing Landing Gear (L and 3) B<-)dy Land-ing Gear We-ight 3)
Gear Wing Landing Gear Weight (1)
Fwd-Fuselage Payload Weight (3)
Payload Payload (3, 4, and 5) Mid-Fuselage Payload Weight (4)
Aft-Fuselage Payload Weight (5)
Inboard Wing Cruise Fuel Weight (1)
Aft-Fuselage Cruise Fuel Weight (5)

GTOW Fuel (1) Inboard Wing GTOW Fuel Weight (1)

*Fuel Cruise Fuel (1 and 5)

* Fuel is either cruise or GTOW fuel; i.e., there is no summation.

The summation of the subassembly weights for a given mesh to find the total mesh structural and
nonstructural weight is defined as an assembly weight. For example, the summation of the total
theoretical FEM weight, as-built structural weight increment, and nonstructural weight, all for
mesh 1, is defined for the assembly known as the Inboard Wing Structure. Several assembly
weights are summed to find the total weight of aircraft components, such as the wing or fuselage.
The OEW is the summation of the weights for the wing, fuselage, vertical tail, horizontal tail,
engines, systems, and landing gear components. The cruise weight is the summation of the OEW,
payload weight, and cruise fuel weight. The GTOW is the summation of the OEW, payload
weight, and GTOW fuel weight.

3.2.4.1 Weights Subprocesses

The Weights process has two subprocesBesoretical FEM WeighandBuilt Up Weightqsee
fig. 7). Both processes use data computed bystemetryprocess. Th&heoretical FEM Weight
subprocess computes the nodal theoretical FEM weights for both the reference (a one time only
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calculation) and current aircrafts. The theoretical FEM weights are computed on an element-by-
element basis from first principles relating the structural dimensions of elements in the FEM to
their volumes, densities, and weights. The theoretical FEM element weights are then translated to
nodal weights by using an element-to-node translation algorithm specific to the finite element
analysis code. The structural design variables size only the finite elements representing the skins
of the primary structural components (meshes 1 through 5). The shape design variables affect the
theoretical FEM weights of all meshes except for meshes 6, 7, 12, and 13.

The Built Up Weightssubprocess computes the as-built nodal structural weight increments and
adds them to the theoretical FEM nodal weights. This subprocess also computes fuel weights, air-
plane total weight, and the c. g. location based on the design variable values and fuel fill factors.
Nodal as-built weights for the reference aircraft, computed by the reference 10 process, are pro-
vided to theBuilt Up Weightsubprocess from the reference weights data set.

As-built structural weight increments are determined by subtracting the reference theoretical
FEM weight from the reference aircraft as-built structural weight at every corresponding node.
These as-built structural increments are then applied as a constant vector of increments to the the-
oretical FEM weights for the current aircraft. Systems and payload weights are applied as con-
stant vectors to the theoretical FEM weights for the current aircraft. Three mass cases are
considered: 1) cruise weight, 2) GTOW, and 3) OEW.

The next step in the process is to calculate the fuel weight for both the cruise and the GTOW mass
cases. Because the exact location and geometry of the nine reference aircraft fuel tanks are not
known, they are modeled as a set of 11 six-faced, straight-edged polygons. These tanks are
defined as part of the HSCT4.0 geometry parameterization and are all contained within the air-
craft wing and fuselage outer mold lines. The 11 tank definitions include all the locations of FEM
nodes of the reference aircraft for which fuel can be assigned, considering the different fuel loads
and distribution for the takeoff and cruise conditions.

Fuel volumes for each of 11 tanks are computed for the reference and current aircrafts. These fuel
volumes are multiplied by the density of JP-4 aircraft fuel to obtain 11 full fuel weights for each
of the reference and current aircrafts. These 11 full fuel weights for the reference and current air-
craft geometries must then be associated with nine fuel weights provided as part of the reference
aircraft data. The association is done by comparing the reference geometry tank c. g.'s. Some of
the tanks may be combined or renumbered to associate with the nine reference geometry fuel
tanks.

The 11 tank geometries from the HSCT4.0 application parameterization and the nine fuel tank
weights and fill factors from the reference aircraft data must be reconciled so that the HSCT4.0
application fuel geometries contain the right amount of fuel weight for the reference geometry.
Three sets of scale factors are used to determine the correct fuel tank weights. The first two scale
factor sets are geometric factors and apply to any mass case. The third set of scale factors is mass
case specific, i.e., there is a scale factor set for both the cruise and the GTOW mass case. The first
set of scale factors is applied to the 11 HSCT4.0 application computed fuel weights to ensure that
the correct reference fuel weight is obtained for the reference geometry. The second set of scale
factors is applied to the HSCT4.0 application fuel weights to account for changes in the fuel vol-
ume between the current and reference geometries. The third set of scale factors is used to change
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the full fuel weight within each tank, based upon the reference aircraft tank fill factors for each
tank between the takeoff and cruise conditions. When the current aircraft is geometrically and
structurally identical to the reference aircraft, the as-built weights computed BuithdJp
Weightssubprocess identically reproduce the reference weights data set.

3.2.5 Nonlinear Corrections Process

The process for calculating nonlinear corrections is displayed in fig. 8. The purposalohlime

ear Correctiongprocess is to compute a correction term to be added to each linear aerodynamics
surface pressure coefficient to account for nonlinear aerodynamics effects. This computation is
the first stage in the variable-fidelity aerodynamics process. The second stage applies this set of
correction terms each time a linear aerodynamics calculation is made durRigith@rim pro-

cess.

Although the optimization requirements have been deferred as stated in section 3.2.1, for com-
pleteness, the role of tidonlinear Correctiongprocess in the optimization process is described
here. The computational time for calculating the nonlinear aerodynamics is much longer than the
combined computational time for all the other processes iAtiadysisprocess. In an effort to
accelerate the overall computation time, Hanlinear Correctiongprocess shall be computed in
parallel with several cycles of the optimization process. Ntiglinear Correctiongrocess will

be executed during the first optimization cycle using zero delta displacements. In subsequent opti-
mization cycles, the most recently calculated nonlinear corrections will be used until the updated
nonlinear corrections are available. Note that the lag in computation will make the corrections
inconsistent with the current set of design variable values. In the later stages of the optimization,
the nonlinear corrections will be updated every cycle to increase accuracy. For the cycles in which
the nonlinear corrections are computed, the updated nonlinear aerodynamics volume grids and
linear aerodynamics grids are used in recalculating the nonlinear correction terms for each load
condition.

Calculations of théonlinear Correctiongrocess are required for each load condition. Because
the process is independent for each load condition, these calculations can be performed in paral-
lel. In addition, within each load condition calculation, the right and the left branches of this pro-
cess (refer to fig. 8) are independent of each other and can be performed in parallel before
synchronizing at th€alculate Nonlinear Correctionsubprocess.

3.2.5.1 Nonlinear Corrections Subprocesses

The right branch in fig. 8 calculates the nonlinear aerodynamics for a given load condition. To
produce the displaced nonlinear aerodynamics surface gridpfiig Nonlinear Delta Displace-
mentssubprocess adds the delta displacements from the most alentate Delta Displace-
ments(shown in fig. 14) subprocess to the derived nonlinear aerodynamics surface grid. The
Volume Grid Adjustmersubprocess then uses this displaced nonlinear aerodynamics surface grid
and the baseline nonlinear aerodynamics volume and surface grids to produce the displaced non-
linear aerodynamics volume grid, which is used as input tdltiméinear Aerosubprocess. The
appropriate altitude and the total weight (computed withinkee&htsprocess) are used by the
Calculate G subprocess to determine the taQgethat is input to th&onlinear Aercsubprocess.
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The Nonlinear Aerosubprocess calculates the nonlinear aerodynamics surface pressures, forces,
and moments for the inp@, by iteratively solving the three-dimensional Euler equations with a
finite-volume formulation on the structured volume grid.

The left branch in the figure calculates linear aerodynamics for the same load condition. To pro-
duce the displaced linear aerodynamics surface gridhpgpé Linear Delta Displacemenssaib-

process adds the delta displacements from the most r&adatilate Delta Displacements
subprocess to the derived linear aerodynamics surface grid. Independent executiohseéathe

Aero subprocess are made for a predetermined set of angles of attack and tail deflections. The
angles are preselected by the aerodynamics specialist to bracket the range of expected angles for
the given load condition. Theinear Aerosubprocess provides surface pressure distributions,
forces, and moments to t@alculate Nonlinear Correctionsubprocess.

The Calculate Nonlinear Correctionsubprocess determines the linear aerodynamics angle of
attack that generates the same configuration normal force that was calculwedinear Aero

The normal force was chosen as the matching condition, rather than lift force, because only the
normal force components are used in the aeroelastids Convergengarocess. The linear pres-

sures are interpolated at the angle of attack that matches the configuration normal force. The non-
linear pressures are transferred to the linear aerodynamics grid using a method that conserves the
total forces and moments. The nonlinear corrections are then computed as the panelwise differ-
ence between the resulting linear pressures and nonlinear pressures. The integral of these correc-
tions over the entire configuration is zero because of the imposed normal force matching
condition. As a result, there is no net normal force contributed when the corrections are applied in
the Rigid Trim process; however, there will be a net pitching moment for the configuration. This
moment is accounted for in tiRegid Trimprocess.

3.2.6 Rigid Trim Process

TheRigid Trimprocess is shown in fig. 9. TlRagid Trimprocess represents the second stage in
the variable-fidelity aerodynamics analysis approach. The purpose of this process is to provide
surface pressures and total aerodynamic forces at a trim conditioRidilelrim process exe-

cutes within two different processes; both of these process executions involve different load con-
ditions. The first execution drigid Trim occurs after th&Veightsand Nonlinear Corrections

(when computed) processes have completed; during this execution, the aircraft is trimmed for the
cruise load condition only. ThRigid Trim process is also executed from within theads Con-
vergenceprocess for each of the noncruise load conditions two through seven.

3.2.6.1 Rigid Trim Subprocesses

The Rigid Trim process computes the trimmed aerodynamic loads independently for each load
condition. The input grid for thieinear Aerosubprocess is the current geometry for the load con-
dition being considered (i.e, the derived grid for the cruise load condition or the displaced grids
for the noncruise load conditions). Thaear Aerosubprocess computes the surface pressures

for a prescribed set of angles of attack and tail deflections for this load condition. The table of
angles of attack and tail deflections is preselected by the aerodynamics specialist to bracket the
range of expected angles for each load condition.
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In the Apply Nonlinear Correctionsubprocess, the most recent nonlinear corrections for the cur-
rent load condition are added, node-by-node, to the linear aerodynamics pressures. These cor-
rected pressures provide input to thero Moment Equilibriunsubprocess, which computes
trimmed aerodynamic loads for the load condition. The trimmed aerodynamic loads and total
force coefficients are interpolated using the calculated angle of attack and the tail deflection that
together yield the targef;, with no net pitching moment about the c. g. location. (The input
weight and c. g. are calculated in ¥eightsprocess and depend on the specific load condition.
This targetC, is calculated from this input weight and the specific load condition.) The trimmed
aerodynamic loads will be used in the subsequgisplacementsprocess executions. The
trimmed force coefficientsQ andCy;), for the cruise load condition only, will be used in the
Polarsprocess.

3.2.7 Polars Process

The Polars process is shown in fig. 10. Aircraft drag polars are calculated for the current set of
design variable values over a range of flight conditions Pbiterrs subprocesses calculate the lift-
dependent and lift-independent drag components. All of these subprocesses use the derived linear
aerodynamics grid for the 1g cruise shape (from@aemetryprocess) and the polars conditions.
These conditions are preselected by the performance specialist and consist of a fixed set of Mach
numbers, altitudes, and lift coefficients. No nonlinear corrections are usedPoldineprocess.

3.2.7.1 Polars Subprocesses

The right side of fig. 10 shows the lift-dependent drag subprocesses. Fitstyghe Aerosub-

process is executed for combinations of angle of attack and tail deflection. These combinations
are preselected by the aerodynamics specialist at Mach numbers matching those from the polars
conditions table. Then, in theduced Dragsubprocess, for each Mach number and angle of
attack, the trimmed drag due to lift is interpolated at the tail deflection that produces no net pitch-
ing moment. This produces an intermediate table of lift and trimmed drag coefficients at the spec-
ified angles of attack. This table is extended by including the trimmed cruise condition data
computed within theRigid Trim process. Finally, the data in this table are interpolated at the
polars condition€, values to provide the lift-dependent drag coeffici€gf)(table.

The left side of fig. 10 shows the lift-independent drag subprocéd&se® Dragand Viscous
Drag. The Wave Dragsubprocess is executed at the zero-lift angle of attack for the specified
Mach numbers; the computed wave drag coeffici€Zgs) @re only non-zero for supersonic Mach
numbers. Theé/iscous Dragsubprocess calculates all viscous drag compon@atsifcluding

skin friction, roughness, and profile (form) drag. Mecous Dragsubprocess is executed for the
specified Mach numbers and altitudes.

The Assemble Polarsubprocess produces the mission tables of drag coefficients, which will be
used by thé’erformanceprocess. First, the lift-independent drag coefficient tables are assembled
from the wave drag and viscous drag coefficients. Then the lift-dependent drag coefficient table is
combined with the lift-independent drag coefficient tables to produce the mission tables.
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3.2.8 Performance Process

The Performanceprocess shown from th&nalysisprocess (Fig. 5) contains no subprocesses.
However, a more detailed view of the inputs and outputs of this process are shown in fig. 11. The
Performanceprocess calculates the aircraft range and several other performance metrics (see def-
inition, table 10).

ThePerformanceprocess requires numerous inputs from a variety of sources. The derived perfor-
mance geometry (a coarse resolution, wire frame geometry description) is obtained from the
Geometryprocess. The wing and fuselage fuel weights and GTOW are obtained fravieities

process. Mission tables of drag coefficients are obtained frorRallaes process. A variety of

other reference aircraft data (engine, mission, and performance analysis parameters) are obtained
from prior analyses of the reference configuration.

Given these inputs, thieerformanceprocess repeatedly solves the equations of motion until a
mission analysis is obtained that is consistent with the input geometry, weights, aerodynamics,
and engine tables. The mission analysis considers the takeoff, landing, climb, cruise, descent, and
reserve portions of a specified mission profile, while requiring that the various Federal Aviation
Regulations (FAR) and Federal Aviation Agency (FAA) flight operational procedures, required
for certification, are satisfied. These regulations are summarized in references 11-13.

3.2.9 Ground Scrape Process

The Ground Scraperocess is shown in fig. 12. The purpose ofGn@und Scrapgrocess is to
calculate the maximum available lift forces at ground scrape conditions on takeoff and landing.
These forces will be used in the formulation of the ground scrape constraints (see table 4). The
takeoff lift force must be greater than the GTOW, and the landing lift force must be greater than
the GLW (usually defined as GTOW minus one-half takeoff fuel weight). Weights exceeding
these maximum available lift forces would require higher angles of attack, resulting in the aircraft
tail scraping the ground. Although the implemerBdund Scrapg@rocess is not realistic in fully
constraining the aircraft design to avoid all ground scrape conditions, it is included as a simple
model of more realistic ground scrape processes that may be used by industry.

3.2.9.1 Ground Scrape Subprocesses

The Ground Scrapegrocess consists of three subprocesses. The first subprdcegs Angle,
calculates the takeoff and landing pitch angles with the landing gear just touching the runway at
zero roll angle and the aircraft tail at the specified minimum ground clearance (6 inches) to avoid
tail strike. For the takeoff condition, the landing gear is assumed to be at the static length (-6
inches stroke), and for the landing condition, the gear is at the fully stroked length (-24 inches
stroke). The tail strike point comes from the derived scrape geometry, which is produced by the
Geometryprocess.

The second subproceddnear Aerqg computes the lift coefficients at the maximum angles of
attack for takeoff and landing (the pitch angles just calculated) at a low subsonic Mach number.
For simplicity, theLinear Aeroprocess uses the 1g cruise shape (the derived linear aerodynamics
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grid from Geometry for the aircraft, ignoring realistic takeoff and landing flap and tail deflec-
tions.

The third subprocesS§crape Lift uses standard atmosphere data for a high altitude airport (5000
feet) and the takeoff and landing speeds from the performance metrics (generateBdfothe
manceprocess) to convert the lift coefficients into the maximum available takeoff and landing lift
forces.

3.2.10 Displacements Process

The Displacementgprocess is shown in fig. 13. Structural displacements due to displacement
loads are generated by théesplacementprocess. Whebisplacementss called from within the
Analysisprocess, the displacements are calculated for the cruise load condition onlyDW&hen
placementss called from within thd.oads Convergencprocess, the displacements are calcu-
lated for load conditions two through seven. In this section, background for the cruise
displacement calculations is presented. Refer to section 1.3.2 for the definitions of symbols used
in this section.

Both the geometry of the aerodynamics model used iRithid Trimprocess and the geometry of
the FEM used in th®isplacementgprocess are based on the 1g cruise shgpes€e sketch
below), which is described by the shape design variables.

In order to obtain the correct stresses from a structural analysis, the displacements must be com-
puted relative to the unloaded shagg(see sketch below). The unloaded shape is the aircraft
shape that deforms to the cruise shape when cruise fpadse(applied.

The cruise loads are computed from the following equation:

(7) fc = ac—nodalcruise weight
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wherea; represents the aerodynamic cruise loads. The inertia loads (load factor, which is 1.0 for
the cruise case, multiplied by the nodal cruise weight) are subtracteddrtecause the weight
acts in thez direction.

The shape change (displacemeungsfrom the unloaded shape to the cruise shape is given by the
following equation:

(8) Sc—S = Up = [Kol " fe

The stiffness matrix of the unloaded shalgg (s unknown. Assuming that the FEM is geometri-
cally linear, the differences betwekpand the stiffness matrix of the cruise shdfg are negli-
gible. Using this assumptiofy, can be applied t to produce a set of cruise displacemeungs. (

9) uc = [Kc]_lfc = [Ko]_lfc = Ug
thus, the unloaded shape is given by equation 10.

(10) sy = s¢—Uy = Sc—Uc

3.2.10.1 Displacements Subprocesses

As shown in fig. 13, thB®isplacementprocess uses data calculated inWeaghtsprocess (nodal
cruise weight and nodal GTOW) and tBeometryprocess (derived FEM and derived section
properties). In the first step of tbesplacementprocess, theoads Transfesubprocess transfers
thez direction aerodynamic loads to finite element nodeads Tranger is executed once for the
cruise condition (whemisplacementss called from within theAnalysisprocess) and once per
iteration for load conditions two through seven inltbads Convergenagerocess (fig. 14).

The Add Inertia Loadssubprocess calculates the displacement loads by subtracting the inertia
loads (acting in thez-direction) from the aerodynamic loads. The final subprocess to be executed
is FEM Displacementsyhich computes structural displacements at the finite element nodes due
to the displacement loads. For the HSCT4.0 applicatiorf;EM Displacementsubprocess per-
forms a linear static finite element analysis.

3.2.11 Loads Convergence Process

ThelLoads Convergengarocess is shown in fig. 14. Before th@ads Convergengarocess is dis-

cussed, it is necessary to explain the need for an iterative aeroelastic convergence process. In this
section, load conditions two through seven are referred to as maneuver conditions, and loads are
considered to be forces acting on nodes. Refer to section 1.3.2 for the definitions of symbols used

in this section.

At maneuver conditions, the aircraft has maneuver sgaped is subjected to maneuver lo§gls
(illustrated in the following sketch).
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The maneuver loads are computed from the following equation:
(1) f,, = ay—LF [hodalGTOW

whereay, represents the aerodynamic maneuver loadsl.Bndpresents the maneuver load fac-

tor. The inertia loadd_& multiplied bynodal GTOW are subtracted from,,, because the weight

acts in thez direction. Two unknownss, anday,, are determined using th®ads Convergence
process. The maneuver shape is the net vehicle shape used for the aerodynamic analysis and is
consistent with the deformed structural shape produced by the aerodynamic loads.

TheRigid Trim process is used to compu#g usingsy, as input. The aerodynamic grids used in
Rigid Trimare based os- (see following sketch).

Sy, My

- - = -~ i1

To computeny,, an aerodynamic grid based gjis required. The aerodynamic grid fyis com-
puted by deforming the: grid by du,, , the delta displacements. The delta displacements are
computed from equation 12:

(12) duy = sy—Sc = (Su—S0) —(Sc—Sp) = Uy —Uc

Recall that equation 9 is used to compugeThe other unknown in computirdy,, 11 (the
maneuver displacements), which is computed using equation 13:

(13) uy = [Kol "y = [Kcl ™ fy
(Theu,, is computed from a finite element analysis.) The maneuver displacements are thus a func-

tion of the maneuver loads, and the aerodynamic loads (a component of the maneuver loads) are a
function of the maneuver shape of the aircraft.
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(14) uy = uy(fy.Ke) = uy(ay,nodalGTOW K)

(15) ay = ay(uy, Uc, Sc)

Because of this mutual dependency between aerodynamic maneuver loads and maneuver dis-
placements, a converging iterative process is used to determine the converged maneuver loads for
load conditions two through seven. This process is calleddhds Convergencpgrocess in the
HSCT4.0 application.

3.2.11.1 Loads Convergence Subprocesses

As shown in fig. 14, theéoads Convergencprocess uses data calculated in\tfetghtsprocess

and theGeometryprocess. In the first step of theads Convergencprocess, thédpply Linear

Delta Displacementsubprocess uses the delta displacements (see equation 12) to modify the
derived linear aerodynamic grids, generating displaced linear aerodynamic grids. For the first iter-
ation in the loads convergence loop, a vector of zero delta displacements is used, and the resulting
displaced aerodynamic grids represent the cruise shape of the aircratft.

In the next step, th&igid Trim process uses the displaced linear aerodynamics grids and the
GTOW and c. g. to compute trimmed aerodynamic loads for load conditions two through seven.
TheRigid Trimprocess is explained in detail in section 3.2.6 “Rigid Trim Process”.

The Displacementprocess uses the trimmed aerodynamic loads and the nodal GTOW to com-
pute new displacements for load conditions two through sevenDiEpéacementgprocess is
explained in detail in section 3.2.10 “Displacements Process”.

ThelLoads Convergengerocess iterates until convergence. Convergence is achieved when the net
vehicle shape used for the aerodynamic calculations is consistent with the structural displace-
ments caused by the structural loads.

For each load condition, th@alculate Delta Displacemenssibprocess computes tha,, using
equation 12 above. This subprocess is only invoked if the convergence criterion is not met. When
the convergence criterion is met, the final set of delta displacements corresponds to the net vehicle
shape that was used for the final aerodynamic calculations.

The output of thé.oads Convergengarocess is a set of converged loads and converged delta dis-
placements.

3.2.12 Stress and Buckling Process

The Stress and Bucklingrocess is shown in fig. 15. Refer to section 1.3.2 for the definitions of
symbols used in this section.

The structural responses are listed in table 7 and include SFI and BLF for each quad element and
triangle element in each design variable zone for each load condition. As shown in fig. 19, there
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are 61 design variable zones. All 61 design variable zones contain quad elements, and 35 of these
zones also contain triangle elements.

The Augment Loasl subprocess prepares load conditions two through eight (see table 9) and
assembles them into augmented loads. AHEB® Stressubprocess then calculates an SFl, stress
resultant, and stress for each quad and triangle element in the design variable zones for each load
condition. The stress resultants are used to calculate the BLF for each load condition in each quad
and triangle element in the design variable zones.

3.2.12.1 Stress and Buckling Subprocesses

The Augment Loasl subprocess generates a set of seven augmented loads to be used to calculate
the SFI's and BLF’s. The first six augmented loads (based on load conditions two through seven)
are obtained from the converged loads generated byaads Convergencprocess. Internal

forces representing a cabin pressure of 10.78 psi are added to selected nodes on the fuselage for
all of the trimmed loads from thieoads Convergencprocess. The seventh augmented load is
based on the taxi condition (load condition 8). The forces for the taxi condition were obtained by
multiplying the inertia forces (nodal masses multiplied by -1.0) by the appropriate load factor
(given in table 9) and adding reaction forces at two nodes. The values for these two reaction
forces were determined by the following rationale. The aft landing gear is attached to the wing at
three locations. If all three points were constrained in the upmdirdction, there is the possibil-

ity of getting unrealistic reactions at these three points because of the redundancy of the supports
as the wing displaces. For example, as the wing stiffness changes there is the possibility that a
force at the gear point could be in the downward instead of upward direction; therefore, only one
of the three gear points was constrained and forces equal to one-third of the total gear load were
applied to the other two nodes. The seven augmented loads are then multiplied by a factor of
safety (1.5) and are then assembled into the augmented loadsF&Mhstressubprocess.

Three in-plane stresses, (, 0,,, andt;,) are computed from a linear static finite element analysis.

An SFl is used to normalize these stresses by material stress allowgbhI¥g ., Y, and9S

defined by the material properties. An SFl is also used to reduce the output from three values per
element to one value. The Hoffman SFI is computed for all layers in the composite face-sheets (a
total of eight layers) for each of the 2260 elements in the design variable zones for each of seven
load conditions. For the constraints, only the maximum layer-wise SFI in each element is
retained. The equation used to compute the SFl is given Helow

2 2
o’ o T 0., O
1 0 dro 1 17 11 _ 922 Tz 01102

16) SFl=o0 Y~

(16) 115( 225{ YO XeXe YoY¥e @ XeXe

For the in-plane stresses, the 1- and 2-directions correspond tbahd 90 ply orientations in
fig. 21, respectively.

The Buckling subprocess uses analytical solutions for the buckling load in simply-supported
square plates. This is referred to as a local buckling constraint, as opposed to a global (eigenvalue-
based) buckling constraint. The BLF is computed for each element in the design variable zones
using the equations below:
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(17) BLF = — +DN12§
mm(Nmn) D\lshear

(18) N, = —1 min(N,,, N,,,0)

(19) Ng = —-1Tmax Ny, Nyy)

In the above equations, the in-plane stress resultdptd\;,, andN,,) are computed from a lin-

ear static finite element analydi, is the largest compressive (negative) normal stress in the ele-
ment. If bothN;; andN,, are in tension (positive), thé¥ is zero, otherwise, it is positive. The
buckling allowablesN,, andNg;.,) are computed from the material properties and the element
dimensions.

The bi-axial buckling loadN,,, is obtained from the non-trivial solutions for stability of a sim-
ply-supported rectangular plate under uniform bi-axial compre'$sias given in the equation
below (theN,,,used is the lowest of the 25 combinations of m, n=1 to 5):

[DAAm +2(Dyp+ 2D66)mzmbﬁ +Dgp i bﬁ}

20) N__ =
mn g Sn N mblf NB|:|
Oa O NA

Assuming the elements are square, then a is equal to b, and equation 20 becomes:

T[Z[DAAm4 +2(Dy, + 2D66)m2n2 + DBBn4]
N
203 2, 2 Ng
g o

A constant value (30 in.) is used for the element edge leaytfitiis edge length represents a
standard aircraft frame spacing. The element bending stiffness matrix Byn®§s, D, and
Dge) are computed from the material properties and the structural design variables.

(21) Ny, =

TheNgpeorterm in equation 22 is obtained from the shear buckling interaction ed@ation

32.5,/DppDgg + 10.1 AD;, + 2Dgg)] . Dan

(22) Nshear = b2 DBB

for Dpya2 Dgg

32.5,/DggDap+ 10.1 AD;, + 2Dgg)] . Dgg
b2 Daa

(23) Nshear = fOf DBB> DAA
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3.3 Data Storage Requirements

Specific data storage requirements have been deferred to the HSCT4.0 application project design
phase.

3.4 Performance Requirements

Because the HSCT4.0 application project is a high-performance computing project, the following
requirement applies:

Requirement #51 FThe HSCT4.0 application shall demonstrate high-fidelity analysis cal-
culations using high-performance techniques, exploiting coarse-grained parallelism where
appropriate.

3.5 System Design Constraints

The requirements phase for the HSCT4.0 application project included selecting a set of existing
codes to perform the computations described earlier in section 3.2. In the remaining portion of
this section, the reasons for the major discipline code selections are briefly stated. Additional
codes selected are briefly described in the appendix. The functional requirements indicated where
these codes would be used. The project’s requirements phase also selected the approach for imple-
menting distributed computing.

Requirement #52 The HSCT4.0 application shall be designed, using the legacy codes
described in the appendix, to execute in a distributed, heterogeneous Unix environment
using the Java programming language and CORBA-compliant software. If a cost-effective
CORBA based product is not available for a target architecture, the Java remote method
invocation language feature will be used to facilitate distributed computation.

The conventional multidisciplinary feasible formulafigrwhich requires a complete multidisci-
plinary analysis for each function evaluation, was chosen as the HSCT4.0 optimization approach.
The SLP technique (using the CONMPNeasible directions optimizer and piecewise linear
approximations) was chosen as the specific optimization algorithm. An important factor in the
decision to use SLP was the amount of past team experience accumulated using this approach.

During the requirements phase of the project, the decision was made to use the GEN&SIS

ware for structural analyses (see ref. 19). Among the other finite element codes considered for use
were MSC-NASTRAN? COMET-ARY, and EAI?2 GENESI® and MSC-NASTRAN were
considered top choices primarily due to derivative computation features. At the time the decision
was made, the team considered MSC-NASTRAN to be superior in several factors (flutter analysis,
eigenvalue and buckling analysis, team member familiarity, industry acceptance and use); how-
ever, GENESI® was chosen due to the code’s additional derivative capability and parallelism.
(At the time this decision was made, MSC-NASTRAN did not have parallel capability.)

The USSAERO codé >*was chosen as the linear aerodynamics analysis code for calculating the
pressure distribution and aerodynamic characteristics of wing-body-tail combinations in both sub-
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sonic and supersonic potential flow. The USSAERO code provides a unified approach to the aero-
dynamic analysis of wing-body-tail configurations in both subsonic and supersonic flow. This
code permits the analysis of noncircular bodies, provides a more accurate representation than
other linear aerodynamics codes of the rounded wing leading edges, and allows the determination
of wing interference effects in the presence of the body.

For nonlinear aerodynamics analysis, the CF52de was chosen. This code has a very general
structured-grid capability for complex geometries and has been used extensively within NASA
and in industry for analysis of high-speed flows. The particular version used has been processed
through the automatic differentiation tool ADIF&Ro provide aerodynamic sensitivities and can

run on both sequential and parallel processors.

The FLOPS%' mission analysis code was chosen as the performance code for a variety of reasons.
First, the code executes quickly. Second, it has been used in prior NASA-industry studies. Third,
its accuracy for mission analysis has been validated against similar analysis codes.

3.6 Software System Attributes
This section defines several requirements related to numerical precision and error handling.

Requirement #53All analysis codes shall be compiled as double precision, unless other-
wise specified.

Requirement #54 All exchange of data between analysis codes shall be in double preci-
sion format, unless otherwise specified.

Requirement #55 All analysis codes shall indicate if errors have occurred. If an error
occurs, the code shall report the cause of the error by returning an integer flag. A negative
flag shall indicate a fatal error. A positive flag shall indicate a warning. A flag set equal the
number O shall indicate normal execution.

Requirement #56 The integrated HSCT4.0 system shall report any analysis code errors
and take the appropriate actions.
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Appendix

This appendix briefly describes the codes that have been selected for implementing HSCT4.0
application functions. The codes and the functions that they implement were identified in the sum-
mary of functional requirements, listed in section 3.2.

A2S.The Aerodynamics-to-Structures, A2S, code transfers the aerodynamic loads to the struc-
tural elements using a distribution process that preserves the total aerodynamic aocomgld-

nent) force and moments. The surface pressure on each aerodynamic panel is first converted into a
single force normal to the panel at its center. Only the configuration normal component of each
panel force is then distributed among the nodes of the closest structural element. The distribution
is done so that the total normal force and the tetabment ang-moment at the structural nodes

is the same as that of the aerodynamic panel force. This process is repeated for all the aerody-
namic panels to transfer all the aerodynamic loads to the structure.

AWAVE. The AWAVE code computes the cross-sectional area and volume distributions as func-
tions of the axial distance along the fuselage for an aircraft configuration input to the code in wave
drag format. From the computed area and volume distributions, the wave drag coefficient is com-
puted for the input configuration and also for an optimized, equivalent body of the same volume.
The wave drag computations are performed at the configuration zero-lift angle of attack for a set
of specified Mach numbers. The resulting wave drag is zero for subsonic Mach numbers and is
some positive value for supersonic (greater than 1.0) Mach numbers. The user of the code inputs
information to control the fidelity of the area and volume computations.

CDFL1. The CDF1 program calculates several aircraft configuration viscous drag coefficient com-
ponents, including the friction, form, and roughness drag coefficients, at user-specified Mach
numbers and altitudes. The aircraft geometry is specified as a series of wetted-area segments, each
with distinct viscous drag characteristics. The friction drag is computed by a strip theory method.
The form drag is calculated as a function of friction drag and the roughness drag as a function of
both friction and form drag.

CFL3D?. The CFL3D code solves the three-dimensional, time-dependent Euler and thin-layer
Navier-Stokes equations with a finite-volume formulation on structured grids. The equations are
advanced in time implicitly with the use of 3-factor approximate factorization. It can employ grid
sequencing, multigrid, and local time-stepping to accelerate convergence to steady state. It can
also utilize a wide variety of grid multiple block connection strategies-including point matched,
patched, and overset grid connections-in order to handle complex geometric configurations. Sec-
ond-order upwind-biased spatial differencing is used for the inviscid terms, and flux limiting is
used to obtain smooth solutions in the vicinity of shock waves. Viscous terms, if present, are cen-
trally differenced. Several turbulence models of varying complexity are available. The particular
version of the code used here is known as CFL3dv4.1hp. This version has been ported to parallel
computer architectures via the use of MPI message passing protocols. Furthermore, the automatic
differentiation tool ADIFOR® has been applied to this version of the CFL3D code. The resulting
code is able to provide a numerical solution to the Euler (or Navier-Stokes) equations as well as
consistent derivatives of the numerical solution with respect to shape design variables.
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CSCMDO?, The Coordinate and Sensitivity Calculator for Multidisciplinary Design Optimiza-
tion (CSCMDO) code is a general purpose multi-block three-dimensional volume grid generator
which is suitable for MDO. The code is fast, robust, highly automated, and written in ANSI “C”
for platform independence. Algebraic techniques are used to generate and/or modify block face
and volume grids to reflect geometric changes resulting from design optimization. Volume grids
are generated/modified in a batch environment and controlled via an ASCII user input deck. This
allows the code to be incorporated directly into the design loop. Volume grids have been success-
fully generated/modified for a wide variety of configurations.

FLOPS?". The Flight Optimization System (FLOPS) code is a multidisciplinary system of com-
puter programs for conceptual and preliminary design and evaluation of advanced aircraft con-
cepts. It consists of nine primary modules: Weights, Aerodynamics, Engine cycle analysis,
Propulsion data scaling and interpolation, Mission performance, Takeoff and landing, Noise foot-
print, Cost analysis, and Program control.

The FLOPS code may be used to analyze a point design, parametrically vary certain design vari-
ables, or optimize a configuration with respect to these design variables (for minimum gross

weight, minimum fuel burned, maximum range, minimum cost, or minimum &ifssions)

using nonlinear programming techniques. The configuration design variables are wing area, wing
sweep, wing aspect ratio, wing taper ratio, wing thickness-chord ratio, gross weight, and thrust

(size of engine). The performance design variables are cruise Mach number and maximum cruise
altitude. The engine cycle design variables are the design point turbine entry temperature, the
maximum turbine entry temperature, the fan pressure ratio, the overall pressure ratio, and the
bypass ratio for turbofan and turbine bypass engines. The aircraft configuration, engine cycle and
size, and the flight profile may be optimized simultaneously.

GENESIS!. The GENESI® code is a fully integrated finite-element analysis/design software
package. Analyses are available for static, normal modes, direct and modal frequency analysis,
and heat transfer. Shape, sizing and topology optimization are the design options available to the
user. Sensitivity derivatives can also be computed.

GP®. The GP code is a parameterization tool for complex shapes suitable for a multidisciplinary
design optimization application. The approach consists of three basic concepts: 1) parameterizing
the shape perturbations rather than the geometry itself, 2) exploiting Soft Object Animation algo-
rithms used in computer graphics, and 3) relating the deformation parameters to aerodynamics
shape design variables such as thickness, camber, twist, shear, and planform. The GP code formu-
lation is independent of grid topology, which makes it suitable for use with a variety of analysis
codes such as CFD and computational structural mechanics. This algorithm is suitable for low-
fidelity (e.g., linear aerodynamics and equivalent laminated plate structures) and high-fidelity
analysis tools (e.g., nonlinear CFD and detailed finite-element modeling). The analytical sensitiv-
ity derivatives are available for use in a gradient-based optimization.

L2NL. The L2NL code calculates the nonlinear corrections as the nodal difference between the
nonlinear aerodynamics surface pressures, transferred to the linear aerodynamics grid, and the lin-
ear aerodynamics surface pressures that have been interpolated at a matching condition. The lin-
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ear pressures are interpolated at the angle of attack at which the configuration normal force
matches that from the nonlinear aerodynamics calculation.

S2W.The Structures-to-Wavedrag, S2W, code transfers the computed displacements from the
structures grid to the linear aerodynamics grid. The transfer is accomplished by infinite-plate
splines. This method is based on a superposition of the solutions for the partial differential equa-
tion of equilibrium for an infinite plate. The details of the method can be found in reference 29.

TRIM_NLC. The TRIM_NLC code adds the nonlinear corrections, node by node, to the linear
aerodynamics surface pressures for a prescribed set of angles of attack and tail deflections. The
code interpolates to determine the angle of attack and tail deflection angle that together yield the
target lift coefficient with no net pitching moment about the c. g. location.

USSAERC?? 24 The Unified Subsonic and Supersonic Aerodynamic analysis (USSAERO) code

is a linear aerodynamics panel code that has incorporated a symmetrical singularity method to
provide surface pressure distributions on a fuselage and wings in subsonic and supersonic flow.
This method extends the range of application of the program to include the analysis of multiple
engine nacelles or finned external stores. In addition, nonlinear compressibility effects in high
subsonic and supersonic flows are approximated by using a correction based on the local Mach
number at panel control points.
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Figure 1. High-Speed Civil Transport.
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Figure 19.
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Figure 21. Ply Orientations.
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Figure 22. Miscellaneous Geometry.
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